Q&A for . . . 							November 5, 2014
Roadway Design & 3D Modeling- Ch5 Template Design (Part 1 of 3)
Q: Where can I find the power point for this webinar series? 
[bookmark: _GoBack]A: All webinars recorded for downloading from the ECSO website, along with any electronic copies of power points, Q&A documents, or other attachments.

Q: Can you repost the link to the training manual? 
A: The training manuals will be posted here: http://www.dot.state.fl.us/ecso/main/FDOTCaddTraining.shtm

Q: I see that SS3 has been posted. First, is it acceptable to have both SS2 and SS3 installed on the same workstation? Second, will the versions of MicroStation and Geopak required for SS3 also work with SS2? I am really just trying to figure out how to properly transition from SS2 to SS3. Thanks 
A: Both can run on the same computer. If you are using MicroStation and Geopak Suite, both FDOTSS2 and FDOTSS3 would use the same version of MicroStation but different versions of GEOPAK. This means you would need batch files to switch between versions of GEOPAK.  
A: After the FLUG I will write some instructions for this and post it on our Bentley Communities site.

Q: Anything new with the curb ramp and driveway modeling? 
A: There are new tools. Detail modeling is easier and some civil cells have been developed. 

Q: Was a search added to the template library? 
A: There are no significant changes to the Create Template dialog. 

Q: Explain the Linear template versus Surface?
A: When a template is used as a surface template will only use the depths and features at the insertion point are used to apply a depth to a terrain. When a template is applied as a linear template the entire template structures is applied along a linear element. Linear templates will most commonly be used to apply the features (curb, sidewalk, slopes and end conditions to an edge of pavement.
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