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Where and how should be used?
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Overview

• FHWA Interim Approval – April 15, 2011

• 2009 MUTCD Guidance

• Where to use

• Design consideration

• Material Requirements

• Process   
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When is Permitted

• Colored pavement is supplement, not in lieu of bike 
lane marking

• Colored bike lane (regulate, warn, or guide) is a 
traffic control device whose need must be 
demonstrated before they are used.

• Green bike lanes is optional and used only to 
enhance the conspicuity of bicycle lane conflict 
areas.

• Used only where the path of bicyclists crosses the 
path of other road users and where road users 
should yield to bicyclists.
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FDM – Chapter 223
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Design Considerations

• Shall match either the solid or 2’-4’ 
white skip line pattern.

• Begin as a solid pattern 50’ in advance of 
conflict area.

• Match the 2’-4’ pattern through conflict 
area.

• Resume solid pattern for 50’, unless 
interrupted by stop bar, intersection 
curb radius.

• PPM Figures 8.4.1 through 8.4.5 /FDM 
Exhibit 223-3

2’-4’- pattern

50’- solid

50’- solid
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Design – Add/Drop Lane
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By the District 
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Design – Merge/Diverge Ramps
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Recommended
By the District 
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Design – Right Turn and Bus Lanes
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May be Considered 
with Further 
Evaluation



Florida Department of Transportation

Material Requirements

• Must be non-reflective

• Meet FDOT Specification 523, 
Patterned Pavement for 
material requirements

• Fall within the color 
parameters defined in the 
FHWA Interim Approval for 
Optional Use of Green 
Colored Pavement for Bike 
Lanes (IA-14) (daytime and 
night time)
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Installation Example (D1)
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Process

1. Coordination with District -Bike Ped Coordinator / Committee.

2. Request for use of colored bike lane with justification and location 
exhibit(s) shall be submitted by the EOR for approval.

3. Request will be reviewed by the District

4. District Design Engineer will approve if warranted and provide 
copy to the State Bicycle and Pedestrian Coordinator.

5. Details shall be shown in the SPM plans

6. No local agency maintenance agreement required. FDOT will 
design, construct and maintain if it is needed.
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Questions ?
Contact:

George A. Borchik

Florida Department of Transportation

D5 Roadway Design

386-943-5163

George.Borchik@dot.state.fl.us
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