
CONTEXT CLASSIFICATION AND TRANSPORTATION CHARACTERISTICS 

• Roadway Users

• Regional and Local
Travel Demand

• Challenges and
Opportunities of Each
Roadway User

Context Classifi cations

Transportation Characteristics

FDOT CONTEXT CLASSIFICATIONS

The context classifi cation of a roadway, together with its transportation characteristics, will provide information about who the users are along the
roadway, the regional and local travel demand of the roadway, and the challenges and opportunities of each roadway user.
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C1-Natural
Lands preserved in a natural 

or wilderness condition, 
including lands unsuitable 

for settlement due to natural 
conditions.

C2-Rural
Sparsely settled lands; may 

include agricultural land, 
grassland, woodland, and 

wetlands.

C2T-Rural Town
Small concentrations of 

developed areas immediately 
surrounded by rural and 

natural areas; includes many 
historic towns.

C3R-Suburban 
Residential

Mostly residential uses 
within large blocks and a 
disconnected or sparse

roadway network.

WHAT IS THE FDOT PROCESS FOR IMPLEMENTING
CONTEXT CLASSIFICATION?
Complete Streets are not a specifi c type of project, but rather are an approach to ensuring that projects are based on their contexts.  This 
means that a Complete Streets approach will be implemented consistently for all non-limited access projects — from capital projects 
qualifying for Effi cient Transportation Decision Making process (ETDM) screening to Resurfacing, Restoration and Rehabilitation 
(RRR), traffi c operations, and safety projects.  

FDOT will develop a database of context classifi cation for all state roadways. Initially, districts will evaluate and map context 
classifi cation as projects occur, while working to complete a statewide database of context classifi cation. The context 
classifi cation evaluations completed for the statewide database will utilize available data and information on existing built 
conditions. As FDOT projects are conducted, these initial evaluations will be updated or confi rmed based on current data, as 
well as future conditions. 

C3C-Suburban 
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y non-residential uses with 
building footprints and large 
ng lots within large blocks 
a disconnected or sparse 

roadway network.

C4-Urban General
Mix of uses set within small blocks 

with a well-connected roadway 
network. May extend long 

distances.  The roadway network 
usually connects to residential 

neighborhoods immediately along 
the corridor or behind the uses 

fronting the roadway.

C5-Urban Center
Mix of uses set within 

small blocks with a 
well-connected roadway 

network.  Typically 
concentrated around a few 

blocks and identifi ed as 
part of a civic or economic 

center of a community, 
town, or city.

C6-Urban Core
Areas with the highest densities 
and building heights, and within 

FDOT classifi ed Large Urbanized 
Areas (population >1,000,000).  
Many are regional centers and 
destinations.  Buildings have 

mixed uses, are built up to the 
roadway, and are within a well-
connected roadway network.


