PIER EXAMPLE 1

HAMMERHEAD PIER

PEDESTAL DETAILS - PIER NOS. 7, 8, 9, & 10

TABLE OF ELEVATIONS

<table>
<thead>
<tr>
<th>PIER NO.</th>
<th>ELEV. A</th>
<th>ELEV. B</th>
<th>ELEV. C</th>
<th>ELEV. D</th>
<th>ELEV. E</th>
<th>ELEV. F</th>
<th>ELEV. G</th>
</tr>
</thead>
</table>

NOTE:
Rustication shall be applied to pier column from top of footing to bottom of pier cap.
SECTION E-E
Alternate ends of Bars 4W1 at each level vertically Typ. all Piers.
Place Bars 11F (   ) as shown to allow for proper placement of Bars 11K
NOTE:
for Anchor Bolts
6" x 2'-8" Blockouts
(See Detail Sheet 2 of 3)

Bars 11K (Pier Nos. 7, 8, 9, & 10)
Bars 11K ~ 6 sp. @ 7" = 9'-2"
Bars 11F or 11K ~ 14 sp. @ 7" = 9'-2"

1'-0"
4 sp. @ 4" = 1'-7"
4 sp. @ 4" = 1'-7"
1'-0"
4 sp. @ 4"

1'-1"
4 sp. @ 4" = 1'-7"
1'-0"

4'-0"
6"  x  2'-8"
Bars 4W1

End View C-C

Anchor Bolt Blockout Detail
NOTE:
For Blockout Grouting Notes see Pot Bearing Details Sheet B-XX.

Central Office
605 Suwannee Street, MS 33
Tallahassee, Florida 32399-0450

Structures Design Office

Department of Transportation

State of Florida

Hammerhead Pier

PIER NO. XXXXXX

Sheet 2 of 3

PIER EXAMPLE 1