
18" White       
  

     Yellow-Red Reflective Markers 

     (Every 40’) Shall End At 

     The Termination Of The Yellow 

     Edge Line

6" White
6" Yellow

For Striping See Detail "A" (Sheet 1 of 4)

Maintain Full Ramp Width

(15’ Typical)
6" White Edge Line

Shoulder Line

White-Red Reflective Markers

(Every 40’) Shall Stop At End 

Of Transition

Shoulder Line

Shoulder Pavement

6" White Skip Line

6" Yellow Edge Line

Shoulder Pavement

Ramp

8" White         

For Striping See Detail "A" (Sheet 1 0f 4) 6" Yellow
Shoulder Line

Shoulder Gutter

6" White Edge Line

Maintain Full

Ramp Width

(15’ Typical)

White-Red Reflective Pavement

Markers (Every 40’) Shall End At 

The Theoretical Gore.
Yellow-Red Reflective Markers 

(Every 40’) Shall End At The 

Termination Of The Yellow Edge 

Line

Ramp

Shoulder Pavement

30’ 10’

8" White         

18" White     
    

Shoulder Pavement

6" White Skip Line

NORMAL TAPERED ENTRANCE

WITH ADDED LANE

NORMAL TAPERED ENTRANCE

6" Yellow 

Edge Line

30’ 10’

6" 3’-9’ Dotted Line With White-Red Reflective Pavement 

Markers At (24’ Centers) Ends At Point Where Lane Width

And Ramp Width Are Equal (12’)
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INTERCHANGE MARKINGS

REVISIONS
Date ByDescriptionByDate Description

06/10/10 C.H. Marking width changed.

 

 



 

White-Red Reflective Markers (Every 40’) Shall End

At The Termination Of The Acceleration Lane.

6" White Edge Line

8" Solid White Line Shall Extend

One Fourth The Length Of Acceleration

Lane From Gore Markings.

See Detail A

Sheet 1 of 4

End 6" Yellow Edge Line

Yellow-Red Reflective Markers

(Every 40’) Shall End At The 

Termination Of The Yellow Edge Line

End 6" White Edge Line

Begin 6" White Edge Line

Begin 6" Yellow Edge Line

  Yellow-Red Reflective Markers

  (Every 40’) Shall Begin At

  The Yellow Edge Line

See Detail A

Sheet 1 of 4

6" White Edge Line

6" White Skip Line

White-Red Reflective Markers (Every 40’)

Shall Begin At The Transition.

6" Yellow Edge Line

Shoulder Pavement Shoulder Line

See Detail A

Sheet 1 of 4

Note: Arrows indicate direction 

    of travel and are not shown 

    for pavement marking.

300 FeetVaries

2
4
’

Shoulder Line

300 Feet

� Mile

See Detail A

Sheet 1 of 4

Exit Ramp

Shoulder Line

Varies

PARALLEL ACCELERATION AND DECELERATION LANE

TYPICAL MARKINGS AT DUAL LANE EXITS

TYPICAL LANE DROP MARKINGS AT EXIT RAMPS

8" Solid White Line Shall Extend

300’ along the Length Of Deceleration

Lane From Gore Markings.

300 Feet
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INTERCHANGE MARKINGS

 

REVISIONS
Date ByDescriptionByDate Description

7/16/10 C.H. Revised Acceleration and Deceleration Lanes with 12" Solid

White Lines, And 6"or 12" White 3’-9’ Skip Line to Comply

With The 2009 M.U.T.C.D.

 

 

12" Solid White Stripe With 

White-Red Reflective

Pavement Markers At 

(20’ Centers)

 

 

8" Solid White Stripe With

White-Red Reflective

Pavement Markers At

(20’ Centers)

 

 

300’

6" White 3’ X 9’ Dotted Line With White-Red

Reflective Pavement Markers At 

(24’ Centers) 

 

 

6" White 3’ X 9’ Dotted Line

With White-Red Reflective

Pavement Markers At

(24’ Centers)

6" White 3’ X 9’ Dotted Line

With White-Red Reflective

Pavement Markers At

(24’ Centers)

Lane Drop Markings 12" White 3’ X 9’  

Dotted Line With White-Red Reflective

Pavement Markers At (24’ Centers) 

 




