NEEDS UOF THE PROJELT

The need for this project is to increase interchange and ramp terminals
intersection capacity at Hallandale Beach Boulevard, Pembroke Road and Hollywood
Boulevard. Other considerations for the purpose and need of this project include safety,
system linkage, modal interrelationships, tfransportation demand, social demands, economic
development, and emergency evacuation.
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* Interstate 95: 23% Average Increase
* Hallandale Beach Boulevard, Pembroke Road
and Hollywood Boulevard: 13% Average Increase

e Over 2,800 crashes on 1-95
between 2008-2015.

* Congestion and additional
future traffic will increase

accidents within the area.
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 |-95 freeway segments between
inferchanges and interchange ramp
terminals will operate below Level of

 Existing congestion impacts transit
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e Corridor improvements provide
opportunities for transit expansions.
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e Speeds drop to 20-50 MPH
during peak periods.
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Improve park
and ride lot,
transit routes,
and Tri-Rail
operations

e Broward County population will increase [lal={=e =11

by 16% between 2018 and 2045. population

‘ . e Improvements within the study area will enhance
» Broward County employment will grow  \ULEEIEL

the mobility of people and goods by alleviating

by 25% itrr\c;f?ased current and future congestion at the interchanges
SULS and on the surrounding freight and transit networks.
 Reduced congestion will serve to maintain and
improve viable access to the major transportation
facilities and businesses of the area.
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Severe
congestion
impacis the
economy
of the
cities

e Residents and workers in the area will face
severe congestion impacting their economic
viability and quality of life.

e Congestion will lead to increase in accidents.
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* The I-95 corridor is vital during emergency evacuation periods.
 Hallandale Beach Boulevard, Pembroke Road, and Hollywood
Boulevard are also part of the emergency evacuation routes network.
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