Pavement Evaluation Coring and Condition Data

Cored By: D2 Materials Date: 10/22/25 | Page 1 of 3 Travel Lanes

Project No.: 432259-5-52-01 Name: 1-95(SR9) Lanes: 6

State Road No.: SR 9 From: SR 202 (J. Turner Butler Blvd.) Shoulders

County: DUVAL To: South of SR 126 (Emerson St.) Inside: 10' Paved
Section No: 72280000 Beg MP: 11.785 End MP: 14.785 Length:  3.000 Outside: 10' Paved

] (@]
Pavement Layer P = 2}
0 = s top Y s - Crack ool & S | ~38
z > o o 2 2 Elalaolm|as] e s | o2 Comments:
3 o @ U — < = < ) - o @ = e} S o
o 2 2 > 9 3 %] |53 = @ Z 8
0} = ~ @ = @ 17 =} = 5 = =
- FC125|SP125| S 2 zZ — [ & S
NB On-Ramp to 1-95 from WB JTB - Ramp 72280226

1 [ 905+19 R1 IWP 1.6 3.0 4.6 LR=114 15| B 1B L F SE, Bottom up crack 2.2"
2 [ 909+08 R1 N 1.0 3.0 4.0 LR 0.4 1B L F SE

3 | 909+08 IR N/A 1.8 2.9 4.7 LR =10.0 G

4 | 912+13 R2 N 1.6 2.0 3.6 LR 10| B 1B L P MR

5| 912+13 OR N/A 1.5 1.5 LR G

6 | 914+25 R1 [OWP| 1.2 2.6 3.8 LR=9.1" [3.9"| B 11 S P SS

Remarks: MR = Moderate Raveling, SS = Severe Spalling, SE = Superelevation

Stationing taken off plan provided by RS&H; Pavement change at Sta. 912+52; Asphalt/Concrete pavement change at approx. Sta. 917+18.




Pavement Evaluation Coring and Condition Data

Cored By: UNIVERSAL Date: 11/08/18 | Page 2 of 3 Travel Lanes
Project No.: 432259-5-52-01 Name: I-95(SR9) Lanes: 6
State Road No.: SR 9 From: SR 202 (J. Turner Butler Blvd.) Shoulders
County: DUVAL To: South of SR 126 (Emerson St.) Inside: 10" Paved
Section No: 72280000 Beg MP: 11.187 End MP: 14.785 Length 3.598 Outside 10' Paved
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Bowden Road
25| 420'W R2 N 15 2.8 4.3 LR=7.7 [ 43| B 1] S P SR
26| 35'E R2 N 1.0 2.4 3.4 LR P SR
27| 303'E R2 Y 1.3 25 3.8 LR P SR
28| 320'wW L1 N 1.2 2.5 0.7 4.4 LR P SR
29 0 L2 Y 1.1 2.5 3.6 LR=10.5 P SR
30| 355'E L2 Y 1.6 2.7 4.3 LR=10.1 P SR
31 0 RLTTL| Y 1.2 3.1 4.3 LR P SR
32| 355'E |RLTTL| N 1.0 2.5 3.5 LR 16| B 1l M P SR
33| 530'W TO N 4.3 4.3 LR P SR
A | 545'W R2 Y 14 2.8 4.2 LR 14| B Il S P severe shoving / spalling / separated at 1.4 in.
Spring Park Rd. @ Bowden Rd.
34| 60" N* L1 Y 1.9 1.9 LR 19| B Il M P *from the north bullnose at Bowden/ SR
35| 50'N* |[LRTTL| Y 3.6 3.6 LR 36| B Il M P *from the north bullnose at Bowden/ SR
Remarks:  Mile posts are feet from center of 1-95 overpass; Pavement change between 25 and 120 ft east of center of overpass; SR = slightly ravelled

34 and 35 are on Spring Park Rd.




Pavement Evaluation Coring and Condition Data

Cored By: UNIVERSAL Date: 11/08/18 | Page 3 of 3 Travel Lanes

Project No.: 432259-5-52-01 Name: 1-95(SR9) Lanes: 6

State Road No.: SR 9 From: SR 202 (J. Turner Butler Blvd.) Shoulders

County: DUVAL To: South of SR 126 (Emerson St.) Inside: 10' Paved

Section No: 72280000 Beg MP: 11.187 End MP: 14.785 Length 3.598 Outside: 10" Paved
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SR 109 (University Blvd.) - Roadway 72014000
14 2.313 R2 Y 1.9 1.7 3.6 LR=11.1 P SR
15 2.325 L2 Y 1.7 1.5 3.2 LR=9 P SR
16 2.177 |RLTTL| Y 1.4 1.2 2.6 ABC=7 G
17| 2.325 CTL N 1.8 1.2 3.0 LR G
Spring Park Rd. @ University

18| 190' S* R1 Y 1.3 2.7 4.0 LR P SR
19| 40 N* R1 Y 1.6 2.6 4.2 LR P SR
20| 270" S* L1 Y 1.2 2.7 3.9 LR 16| B 1B L P SR
21| 100" N* L1 Y 1.2 2.2 3.4 LR P SR
22| 270'S* [RRTTL| Y 1.7 2.2 3.9 LR P SR
23| 190'S* [RLTTL| Y 1.3 2.1 3.4 LR 34| B 1B L P SR
24 70'N* [LLTTL| Y 1.1 1.7 2.8 LR 14| B 1B L P SR

Remarks:  *feet from north/south bullnose on Spring Park Rd at University Blvd; SR = slightly ravelled

CC = Center Crown; CTL = Center Turn Lane




