
Date: 1 of 4 Mainline 

Name: Lanes: 

From: 

To: Inside: 

Beg MP: Outside: 

FC5 SP125 SP19 ARMI S 
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1 0.010 R1 I 1.3 2.4 4.3 8.0 LR 6.7 B II M P 

2 1.000 R1 N 0.9 4.2 0.5 2.7 8.3 LR=10.9" F 

3 2.000 R1 O 0.7 3.7 0.5 4.7 9.6 LR F 

4 3.000 R1 N 0.9 3.9 3.5 8.3 LR P 

5 4.000 R1 I 1.0 2.0 4.9 7.9 LR F 

6 4.795 R1 N 0.6 7.0 7.6 LR P 

7 0.130 R3 O 0.9 6.8 7.7 LR F 

8 1.425 R3 O 0.8 6.8 7.6 LR F 

9 2.532 R3 N 0.3 4.4 0.5 2.0 7.2 LR 3.2 B III M P 

10 4.495 R4 O 0.8 7.7 8.5 LR=12.3" 2.4 B III M P 

11 4.795 R3 O 0.2 2.9 0.5 1.3 4.9 LR 4.9 C III S P 

12 3.500 R4 O 1.0 4.6 5.6 LR F 

13 0.010 L1 N 0.8 7.6 8.4 LR F 

14 0.600 L1 I 1.1 4.0 0.5 4.0 9.6 LR=12.4" P 

15 1.600 L1 O 0.9 3.9 0.5 3.5 8.8 LR P 

16 2.600 L1 I 0.7 7.3 8.0 LR 0.7 B II L P 

17 3.600 L1 N 1.2 6.8 8.0 LR F 

18 4.600 L1 I 0.9 3.0 5.3 9.2 LR 4.0 B III M P 

19 0.700 L3 N 0.7 6.7 7.4 LR F 

20 1.700 L3 O 0.9 6.5 7.4 LR F 

pavement change L3: 4.635, 4.730 / severe raveling L2: 5.900 / pothole L2: 3.371 

rim mark 

Remarks: Pavement change all R lanes: 2.475, 3.210, 4.781 / pavement change all L lanes: 2.260, 3.210, 4.410 / overlay R lanes: 4.783-4.812 / Overlay L lanes: 4.777-4.783 

moderate raveling 

moderate raveling 

moderate raveling 

super elevated, light raveling 

moderate raveling, spalling 

rim mark, light raveling 

light raveling 

light raveling 

light raveling 

moderate raveling 

light raveling 

severe raveling, spalled to structural 

light raveling 

rim mark, light raveling 

moderate raveling, spalling 

severe raveling, spalling 

severe raveling, spalling to 2.21 

light raveling 

light raveling, spalling 

11.936 10' paved 
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Comments: 

County: Duval I-295(SR9A) 10' paved 

Section No: 7228000 0.052 End MP: 11.988 Length: 

Project No.: 213209-3-52-01 I-95(SR9) from St. Johns C/L to I-295(SR9A) 6/8 

State Road No.: SR9 St. Johns C/L Shoulders 

Pavement Evaluation Coring and Condition Data 

Cored By: UNIVERSAL 01/28/26 Page 
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Date: 2 of 4 

Name: 

FC5 SP125 SP19 ARMI S 
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21 2.719 L3 O 0.7 3.9 0.5 2.5 7.6 LR 4.6 B III S P 

22 4.775 L3 O 1.2 4.4 0.5 6.1 LR=11.2" 1.5 B III M P 

23 4.075 L4 N 1.0 4.6 5.6 LR P 

24 0.010 IR N 9.1 9.1 LR F 

25 1.000 IR N 1.0 4.0 3.3 8.3 LR F 

26 2.000 IR N 8.8 8.8 LR F 

27 3.000 IR N 5.1 5.1 LR F 

28 4.000 IR N 5.6 5.6 LR=9.7" F 

29 4.795 IR N 0.6 4.4 5.0 LR F 

30 0.130 OR N 6.9 6.9 LR=9.4" F 

31 1.425 OR N 7.2 7.2 LR F 

32 2.532 OR N 1.6 2.3 3.9 LR F 

33 3.500 OR N 1.9 1.9 LR F 

34 4.495 OR N 1.8 1.9 3.7 LR F 

35 0.010 IL N 8.8 8.8 LR F 

36 0.600 IL N 1.1 5.5 3.3 9.9 LR F 

37 1.600 IL N 0.8 6.6 7.4 LR F 

38 2.600 IL N 4.9 4.9 LR F 

39 3.600 IL N 5.2 5.2 LR=13.6" F 

40 4.600 IL N 4.4 4.4 LR F 

Pavement Evaluation Coring and Condition Data 
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Project No.: 213209-3-52-01 I-95(SR9) from St. Johns C/L to I-295(SR9A) 
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Comments: 

severe raveling, spalling 

severe raveling 

moderate raveling 

super elevated 

Remarks: 
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Date: 3 of 4 

Name: 

FC5 SP125 SP19 ARMI S 
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41 0.700 OL N 1.6 5.0 6.6 LR=13.8" F 

42 1.700 OL N 7.0 7.0 LR F 

43 2.719 OL N 4.2 4.2 LR F 

44 4.075 OL N 2.0 2.0 LR F 

45 4.775 OL N 8.0 8.0 LR F 

46 0.460 RDEC N 1.0 7.3 8.3 LR F 

47 1.600 RACC N 1.1 6.9 8.0 LR=12.0" F 

48 4.650 RDEC O 1.2 7.6 8.8 LR 3.0 B III M P 

49 0.330 LACC O 1.0 6.1 7.1 LR P 

50 1.375 LDEC O 0.6 7.0 7.6 LR=11.6" F 

51 3.590 LACC O 0.9 3.6 4.5 LR F 

52 4.500 LACC O 1.0 7.4 8.4 LR 1.2 B III M P 

53 0.460 OR N 7.0 7.0 LR F 

54 1.600 OR N 7.0 7.0 LR F 

55 4.650 OR N 1.9 2.0 3.9 LR F 

56 0.330 OL N 6.2 6.2 LR F 

57 1.375 OL N 7.8 7.8 LR F 

58 3.590 OL N 1.8 1.8 LR F 

59 4.500 OL N 0.9 7.2 8.1 LR F 

LACC = Left side Accel Lane, RDEC = Right side Decel Lane 

SE = Super-Elevated 

Remarks: 

moderate raveling 

SE 

curve, light raveling 

Comments: 

light raveling, rim mark 

light raveling 

severe raveling, spalling 

moderate raveling 

light raveling 
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Project No.: 213209-3-52-01 I-95(SR9) from St. Johns C/L to I-295(SR9A) 
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Pavement Evaluation Coring and Condition Data 
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Date: 4 of 4 

Name: 

FC5 FC125 SP125 SP19 ARMI S 
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60 2.942 RDEC O 1.0 3.9 4.9 LR P 

61 0.047 RP O 1.1 2.2 3.3 LR 0.3 B IB M P SE, shoving 

62 0.221 RLTTL1 O 1.3 2.6 3.9 LR 3.8 B IB L P 

63 2.942 OR N 1.0 4.6 5.6 LR F 

64 0.047 OR N 1.0 1.0 LR F 

FC5 FC125 SP125 SP19 ARMI S 

65 0.040 RP N 2.0 1.5 3.5 LR 3.5 B II M P 

66 0.163 RP O 1.7 2.0 3.7 LR 3.7 B II M P 

67 3.280 RACC O 1.1 3.1 2.6 6.8 LR F 

69 0.163 OR N 1.4 1.4 LR F 

70 3.250 OR N 5.5 5.5 LR F 

FC5 FC125 SP125 SP19 ARMI S 

71 3.400 LDEC N 1.0 5.4 6.4 LR F 

72 0.041 RP I 1.1 3.7 4.8 LR F 

73 0.251 RP N 1.9 1.7 3.6 LR 3.6 B II M P 

74 0.041 IR N 1.1 3.3 4.4 LR F 

75 3.400 OL N 2.0 2.0 LR F 

76 0.251 OR N 2.3 2.2 4.5 LR F 

FC5 FC125 SP125 SP19 ARMI S 

77 0.089 RP O 1.7 2.3 4.0 LR 2.4 B II M P 

78 0.328 RP I 1.3 2.2 3.5 LR 2.0 B IB M P 

79 0.328 IR N 1.6 1.6 LR F 

80 0.089 OR N 1.5 1.5 LR F 

Ramp 72280102: Pavement change 0.234, RP = Ramp, RLTTL1 = Inside Right side Left Turn Lane, LDEC = Left side Decel Lane 

Ramp 72280101: pavement change 0.170 

Pavement Evaluation Coring and Condition Data 
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Project No.: 213209-3-52-01 I-95(SR9) from St. Johns C/L to I-295(SR9A) 
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RAMP 72280101: OFF-RAMP FROM NBSR9 TO OLD ST. AUGUSTINE RD. 

moderate raveling, rim mark 
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Comments: 

SE 

            Pavement Layer 
RAMP 72280102: ON-RAMP TO SR9NB FROM OLD ST. AUGUSTINE RD. 

            Pavement Layer 

SE, shoving 

curve 

SE 

SE 

light raveling, rim mark 

RAMP 72280103: OFF-RAMP FROM SR9SB TO OLD ST. AUGUSTINE RD. 

SE 

Remarks: 

SE 

SE 

SE 

SE 

SE 

            Pavement Layer 
RAMP 72280104: ON-RAMP TO SR9SB FROM OLD ST. AUGUSTINE RD. 

curve, light raveling 

top 

top 

top 
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