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Core Makeup

Project # 445448 -1 -31 -01 / Roadway ID # 47500000
Local Name: CR 274 OVER TENMILE

Lane R1
Core Depth(in)
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STATE OF FLORIDA DEPARTMENT OF TRANSPORTATION

PAVEMENT EVALUATION CORING AND CONDITION DATA

Cored By: CURRY,
SHIVER AND Date: 08/10/2022 Typical Section No. 47

STRICKLAND
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Name: CR 274 OVER .
Item: 445448 TENMILE Lanes: 2
pin- Proj. ID: 445448 -1 31 - |prom: BRIDGE #440035  [Shoulder Type & Condition
F.A. Proj. No.: D322 050 B |To: B Inside: )
Beg MP: 9.673 End MP:
County: 47 |[SR No.: CR 274 [9.716 |Outside: 1
Lgth: 0.043
Median Curbed: Paved:[] Lawn:| | Other:] ] |Curb & Gutter: N
Pavement Layer (in) | Base Crack ! I
Mile| [w P o[ - €}
Core| P05t ha e ITIC |5 '0 o
or |Lane|e t |Core Ll Comments
No. | o e h LethfscLy| | ¥ lal] sp
No [ [Fe3| T2 st (||| Gn) NHE l X
) D) s (%)
(in) t‘
1 9.673|R1 |Y 1.00{2.00|1.00 4.00 {12.0 C|II|S , 1.00
2 9.716|R1 |Y 1.00{2.00{1.00 4.00 |12.0 CllI|S e 1.00
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Output produced by "pced3.sas” program.

This request took 1.01 seconds of real time (v9.4 build 1519).
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