
  Project No.:   Cored By:   Date:   Page No.:  1 of 2

  County:   From:   To:   Mills Street

  Road No.:   Begin MP:   End MP:   Length:  1.39

FC-3
Type

S

Core

Length

(in.)

Type

Thick-

ness

(in.)

Depth

(in.)
Type Class Extent

1 0.803 8 R2 X 1.3 1.0 1.4 3.7 LR 8.1 B SL I M P  Moved due to intersection

2 0.803 2 OR X 1.8 0.7 1.4 3.9 LR 6.6 - - - - - - - - P
Moved due to intersection

Core completely broken apart

3 1.062 9 R2 X 1.5 2.0 2.5 6.0 LR B SL I M P

4 1.307 2 R2 X 2.0 0.8 1.4 4.2 LR 5.3 2.5 SL I M P

5 1.716 9 R2 X 1.0 1.1 2.2 4.3 LR 2.2 SL I M P

6 1.716 3 OR X 1.6 1.4 1.0 4.0 LR 10.0 - - - - - - - - P

7 1.939 8 R2 X 1.5 0.4 1.3 3.2 LR 7.3 B SL I M P

8 1.744 6 L2 1.1 0.7 1.3 3.1 LR 11.4 B SL I M P

9 1.744 2 OL X 1.7 0.6 0.7 3.0 LR 12.0 - - - - - - - - P

10 1.409 4 L2 1.0 0.9 1.4 3.3 LR B SL I M P

11 1.097 10 L2 X 2.5 0.8 3.3 LR 10.0 B BR I M P

12 1.097 2 OL X 1.8 0.9 0.8 3.5 LR 10.0 - - - - - - - - P

13 0.848 10 L2 X 1.5 1.0 1.4 3.9 LR 1.6 SL I M P Large open crack

14 0.604 10 L2 X 1.5 1.4 2.9 LR 10.6 - - - - - - - - P

15 0.686 7 RLTL 1.5 1.5 1.7 4.7 LR 8.6 - - - - - - - - P EB Left Turn Lane to Lee Street

 Crack Extent:  L= Light;  M= Moderate;  S= Severe         Pavement Condition:  G= Good;  F= Fair;  P= Poor      

 Crack Types:  A= Alligator;   Bl= Block;   Br= Branch;   SL= Single Longitudinal;  ST= Single Transverse;   R= Reflective;   J= Joint;   OGFC= Open-Graded FC Stress Crack

 Base Types:  LR= Limerock;   COQ= Coquina;   SC= Soil Cement;   ABC= Asphalt Base;   SAHM= Sand Asphalt Hot Mix;   SBRM= Sand Bituminous Road Mix;   NB= No Base

Remarks:   Crack Depth of "B" indicates full depth crack to the base.        EOP = Edge of Pavement
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16 0.880 2 R1 X 1.7 1.0 1.1 3.8 LR 3.0 SL I M P

17 1.029 8 R1 1.5 1.5 1.2 4.2 LR 8.8 2.5 SL I M P

18 1.349 2 R1 X 1.4 1.0 2.1 4.0 LR 2.5 BR I M P Large holes

19 1.665 8.0 R1 2.6 1.7 4.3 LR 8.2 B SL I M P Seperation between layers

20 1.822 8 RLTL 2.0 1.7 3.7 LR 8.3 - - - - - - - - P
Ravelling

EB Left Turn Lane to East Street

21 1.839 2 R1 X 1.0 1.0 1.1 3.1 LR 2.3 SL I M P

22 1.831 3 L1 X 1.2 0.9 1.1 3.2 LR 2.9 SL II M P

23 1.607 8 L1 1.5 1.5 0.6 3.6 LR 8.2 B SL I M P

24 1.365 3 L1 X 2.5 1.5 4.0 LR 1.0 BR I M P

25 1.087 7 L1 1.3 1.2 0.5 3.0 LR 9.3 B SL I M P

26 1.073 6 LLTL 2.5 2.2 4.7 LR 7.3 - - - - - - - - P WB Left Turn Lane to Palmetto Street

27 0.729 4 L1 2.2 1.5 3.7 LR - - - - - - - - P

 Crack Extent:  L= Light;  M= Moderate;  S= Severe         Pavement Condition:  G= Good;  F= Fair;  P= Poor      

 Crack Types:  A= Alligator;   Bl= Block;   Br= Branch;   SL= Single Longitudinal;  ST= Single Transverse;   R= Reflective;   J= Joint;   OGFC= Open-Graded FC Stress Crack

 Base Types:  LR= Limerock;   COQ= Coquina;   SC= Soil Cement;   ABC= Asphalt Base;   SAHM= Sand Asphalt Hot Mix;   SBRM= Sand Bituminous Road Mix;   NB= No Base

Remarks:   Crack Depth of "B" indicates full depth crack to the base.        EOP = Edge of Pavement
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