
  Project No.:   Cored By:   Date:   Page No.:  1 of 8

  County:   From: Indian River County line   To:  S. of SR 514 (Malabar Rd.)

  Road No.:   Begin MP: 0.000   End MP: 12.500   Length:  12.500 miles

FC-5 Type SP Type S Binder

Core

Length

(in.)

Type

Thick-

ness

(in.)

Depth

(in.)
Type Class Extent

1 12.347 9.0 L3 X 0.8 1.7 2.0 1.0 5.5 LR - - - - - F Under Babcock Street Bridge

2 12.219 6.0 OL - - 1.5 1.7 5.8
SAHM

w/Shell
2.6 B TR III S P SAHM w/Shell Base Broke Off

3 12.216 10.0 L3 X 0.6 1.4 3.5 1.5 7.0 LR 14.7 - - - - P Light Raveling

4 11.145 4.0 L3 X 0.6 1.4 4.0 1.9 7.9 LR - 2.5 SL III S P like

5 10.504 8.0 L3 X 0.6 2.4 3.0 2.0 8.0 LR 13.9 2.5 SL III S P

6 10.509 6.0 OL - - 1.5 0.5 9.0
SAHM

w/Shell
7.0 - - - - F Pavement ripples

7 10.220 10.0 L3 X 0.9 2.1 2.0 2.5 7.5 LR - 2.5 Bl III S P

8 9.220 7.0 AUX 1.0 1.7 4.0 6.7 LR 13.2 - - - - F
Accelaration lane from Service Plaza

to I-95 SB #70220059

9 9.042 3.0 L3 X 0.7 2.6 2.3 1.7 7.3 LR - B A III S P Severe Cracking - Migration of fines observed in cracks

10 8.849 10.0 L3 X 0.7 1.5 2.6 2.0 6.8 LR 14.1 B SL III S P

11 8.845 5.0 OL - - 1.2 0.5 8.4
SAHM

w/Shell
6.7 - - - - F

12 8.303 10.0 L3 X 0.8 1.2 5.0 7.0 LR - 3.5 SL III S P

13 7.899 8.0 L3 X 0.6 1.9 5.5 8.0 LR 13.9 - - - - F Under Grant Road Bridge

14 7.897 6.0 OL - - 1.1 0.9 8.5
SAHM

w/Shell
6.5 - - - - F Under Grant Road Bridge

15 7.500 4.0 L3 X 0.6 1.5 5.5 2.0 9.6 LR - 2.5 SL II S P

16 6.964 4.0 L3 X 0.5 2.5 5.0 1.8 9.8 LR 12.7 2.5 SL/Br II M P

Brevard   Highway Sect. No:  70220000

State of Florida Department of Transportation

PAVEMENT EVALUATION AND CONDITION DATA SHEET

450595-1 D. Crumley & J. Wilkes (Intertek-PSI) 1/17/2024 - 1/31/2024

SR 9 ( I-95)

Core No. MP

Distance 

from left 

edge of lane 

(ft.)

Lane
Wheel

Path

Pavement Layer (in.)

Remarks:   Crack Depth of "B" indicates full depth crack to the base.        EOP = Edge of Pavement                                    In lieu of MP for Ramp Cores,  Location Distance Measured in Feet from Ramp Gore 

 Crack Extent:  L= Light;  M= Moderate;  S= Severe         Pavement Condition:  G= Good;  F= Fair;  P= Poor                                                        ** = FC-12.5, not FC-5

 Crack Types:  A= Alligator;   Bl= Block;   Br= Branch;   SL= Single Longitudinal;  ST= Single Transverse;   R= Reflective;   J= Joint;   OGFC= Open-Graded FC Stress Crack

 Base Types:  LR= Limerock;   COQ= Coquina;   SC= Soil Cement;   ABC= Asphalt Base;   SAHM= Sand Asphalt Hot Mix;   SBRM= Sand Bituminous Road Mix;   NB= No Base

Base Crack
Pavt

Cond.
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Depth

(in.)

Cross

Slope

(%)
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  Project No.:   Cored By:   Date:   Page No.:  2 of 8

  County:   From: Indian River County line   To:  S. of SR 514 (Malabar Rd.)

  Road No.:   Begin MP: 0.000   End MP: 12.500   Length:  12.500 miles

FC-5 Type SP Type S Binder

Core

Length

(in.)

Type

Thick-

ness

(in.)

Depth

(in.)
Type Class Extent

17 6.962 4.0 OL - - 1.3 0.8 8.3
SAHM

w/Shell
6.2 - - - - F Delamination occurred during transport

18 6.752 8.0 L3 X 0.7 1.7 6.0 1.7 10.1 LR - 3.0 Bl/SL III S P

19 9.980 9.0 L3 X 0.7 1.8 3.0 2.5 8.0 LR 13.7 3.0 SL III S P
Severe Raveling - 

Another SL crack seen in LWP as well

20 9.810 9.0 AUX X 0.6 1.9 7.0 9.5 LR 13.4 0.6 OGFC IB L P
Decelaration lane from I-95 SB

to Service Plaza #70220059

21 9.810 7.0 OL - - 1.5 3.0 9.5 ABC 5.0 - - - - F

22 5.886 9.0 L3 X 1.0 1.5 5.5 1.2 9.2 LR 13.1 1.0 OGFC IB L P Mechanical Gouging, Under St Johns Heritage Pkwy Bridge

23 5.856 5.0 OL - - 1.0 2.5 11.6
SAHM

w/Shell
8.1 - - - - F

Streaks of white material on pavement surface, Under St 

Johns Heritage Pkwy Bridge

24 5.387 9.0 L3 X 0.8 2.0 5.8 8.6 LR 13.8 1.5 SL III L P Moderate Raveling

27 4.726 9.0 L3 X 0.7 1.8 2.5 2.0 7.0 LR - 3.0 SL III S P
Moderate Raveling

SL cracking seen in LWP as well

28 4.346 4.0 L3 X 0.6 1.9 2.7 2.3 7.5 LR 14.2 3.5 SL III S P

29 3.792 7.0 L3 0.5 1.5 4.0 2.0 8.0 LR - 2.0 SL/Bl III S P

30 3.793 7.0 OL - - 2.5 2.5 10.3
SAHM

w/Shell
5.3 - - - - P Delamination at 3.5 inches

31 3.333 8.0 L3 X 0.5 1.5 3.0 2.1 7.1 LR 14.5 2.5 SL/Bl III S P Moderate Raveling

32 2.555 4.0 L3 X 0.5 1.5 3.5 2.0 7.5 LR - 2.0 SL/Bl III S P
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PAVEMENT EVALUATION AND CONDITION DATA SHEET

450595-1 D. Crumley & J. Wilkes (Intertek-PSI) 1/17/2024 - 1/31/2024

SR 9 ( I-95)

Core No. MP
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from left 

edge of lane 

(ft.)

Lane
Wheel

Path

Pavement Layer (in.)

Remarks:   Crack Depth of "B" indicates full depth crack to the base.        EOP = Edge of Pavement                                    In lieu of MP for Ramp Cores,  Location Distance Measured in Feet from Ramp Gore 

 Crack Extent:  L= Light;  M= Moderate;  S= Severe         Pavement Condition:  G= Good;  F= Fair;  P= Poor                                                        ** = FC-12.5, not FC-5

 Crack Types:  A= Alligator;   Bl= Block;   Br= Branch;   SL= Single Longitudinal;  ST= Single Transverse;   R= Reflective;   J= Joint;   OGFC= Open-Graded FC Stress Crack

 Base Types:  LR= Limerock;   COQ= Coquina;   SC= Soil Cement;   ABC= Asphalt Base;   SAHM= Sand Asphalt Hot Mix;   SBRM= Sand Bituminous Road Mix;   NB= No Base
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  Project No.:   Cored By:   Date:   Page No.:  3 of 8

  County:   From: Indian River County line   To:  S. of SR 514 (Malabar Rd.)

  Road No.:   Begin MP: 0.000   End MP: 12.500   Length:  12.500 miles

FC-5 Type SP Type S Binder

Core

Length

(in.)

Type

Thick-

ness

(in.)

Depth

(in.)
Type Class Extent

33 2.231 8.0 L3 X 0.5 1.5 3.5 2.0 7.5 LR 14.1 3.0 SL/Bl III S P

34 2.232 5.0 OL - - 1.0 2.6 10.5
SAHM

w/Shell
6.9 - - - - F

35 1.765 9.0 L3 X 0.8 1.7 3.0 2.0 7.5 LR - 3.0 SL/Bl III S P

36 1.228 9.0 L3 X 0.8 1.7 3.5 2.0 8.0 LR 14.0 - - - - F
Core separation at 3.6" down from top

Some deterioration in Type S layers.

37 1.229 6.0 OL - - 0.7 1.8 9.1
SAHM

w/Shell
6.6 - - - - F

38 0.633 8.0 L3 X 1.1 5.5 - - 6.6 LR - - - - - F All granite aggregate in asphat mix

39 0.241 9.0 L3 X 0.8 1.4 2.0 1.9 6.1 LR 16.3 0.8 OGFC II S P Severe Raveling and loss of friction course

40 0.243 6.0 OL - - 2.7 2.7 LR 14.0 - - - - F FC-5 aggregate pop-outs seen on shoulder/valley gutter

41 0.263 9.0 R3 X 0.6 5.5 - - 6.1 LR 13.7 2.3 SL/Bl III S P All granite aggregate in asphat mix

42 0.522 9.0 R3 X 0.7 5.9 - - 6.6 LR - 3.0 SL/Bl III S P All granite aggregate in asphat mix

43 0.520 4.0 OR - - 1.2 6.8
SAHM

w/Shell
5.6 - - - - F

44 0.953 5.0 R3 0.6 1.5 3.7 1.8 7.6 LR 14.2 2.0 SL/Br III S P

45 1.130 6.0 R3 0.8 1.2 2.0 2.2 6.2 LR - 2.5 Bl III S P Raveling

46 1.504 6.0 R3 0.8 1.5 3.3 2.1 7.7 LR 13.7 2.0 SL/Br III M P

47 1.505 5.0 OR - - 1.0 3.0 10.5
SAHM

w/Shell
6.5 B ST II S P Delamination at 5 inches

48 2.564 7.0 R3 1.0 1.5 3.5 2.0 8.0 LR - 2.7 SL II M P

Brevard   Highway Sect. No:  70220000

State of Florida Department of Transportation

PAVEMENT EVALUATION AND CONDITION DATA SHEET

450595-1 D. Crumley & J. Wilkes (Intertek-PSI) 1/17/2024 - 1/31/2024

SR 9 ( I-95)

Core No. MP

Distance 

from left 

edge of lane 

(ft.)

Lane
Wheel

Path

Pavement Layer (in.)

Remarks:   Crack Depth of "B" indicates full depth crack to the base.        EOP = Edge of Pavement                                    In lieu of MP for Ramp Cores,  Location Distance Measured in Feet from Ramp Gore 

 Crack Extent:  L= Light;  M= Moderate;  S= Severe         Pavement Condition:  G= Good;  F= Fair;  P= Poor                                                        ** = FC-12.5, not FC-5

 Crack Types:  A= Alligator;   Bl= Block;   Br= Branch;   SL= Single Longitudinal;  ST= Single Transverse;   R= Reflective;   J= Joint;   OGFC= Open-Graded FC Stress Crack

 Base Types:  LR= Limerock;   COQ= Coquina;   SC= Soil Cement;   ABC= Asphalt Base;   SAHM= Sand Asphalt Hot Mix;   SBRM= Sand Bituminous Road Mix;   NB= No Base
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  Project No.:   Cored By:   Date:   Page No.:  4 of 8

  County:   From: Indian River County line   To:  S. of SR 514 (Malabar Rd.)

  Road No.:   Begin MP: 0.000   End MP: 12.500   Length:  12.500 miles

FC-5 Type SP Type S Binder

Core

Length

(in.)

Type

Thick-

ness

(in.)

Depth

(in.)
Type Class Extent

49 2.568 6.0 OR - - 1.5 1.5 9.0
SAHM

w/Shell
6.0 - - - - F

50 2.797 5.0 R3 0.8 1.7 3.5 2.0 8.0 LR 12.9 2.0 SL II M P

51 2.332 9.0 R3 X 0.8 1.7 2.0 2.0 6.5 LR - 2.5 SL/Br III S P

52 3.768 8.0 R3 X 0.9 1.6 3.5 2.1 8.1 LR 14.8 - - - - F

53 3.768 5.0 OR - - 2.0 1.5 9.0
SAHM

w/Shell
5.5 - - - - F

54 4.297 2.0 R3 X 1.0 2.1 2.4 1.8 7.3 LR - 2.3 SL III M P

55 4.782 6.0 R3 0.9 2.1 2.3 2.1 7.4 LR 12.7 2.5 SL II M P Start of curve, all lanes slopes to the inside

56 4.783 4.0 OR - - 2.0 2.0 10.2
SAHM

w/Shell
6.2 - - - - F

57 5.389 8.0 R3 X 1.0 1.5 4.0 2.5 9.0 LR - - - - P

58 5.389 5.0 OR - - 2.8 2.8 LR 9.7 - - - - F Shoulder adjacent to NB off ramp lane to St Johns Pkwy

59 5.837 2.0 R3 X 0.5 1.5 6.0 2.5 10.5 LR 14.1 3.0 SL II M P Under St Johns Heritage Pkwy Bridge

60 6.584 9.0 R3 X 1.0 1.5 6.0 2.3 10.8 LR - - - - - F

61 6.584 5.0 OR - - 1.6 4.9 10.0
SAHM

w/Shell
3.5 - - - - F

62 6.875 8.0 R3 X 1.0 1.5 5.5 2.5 10.5 LR 12.9 - - - - F

63 7.082 4.0 R3 X 0.6 1.5 5.4 2.0 9.5 LR - 0.6 OGFC IB L F

64 7.860 9.0 R3 X 1.0 2.0 5.5 2.0 10.5 LR 13.6 - - - - F

Brevard   Highway Sect. No:  70220000

State of Florida Department of Transportation

PAVEMENT EVALUATION AND CONDITION DATA SHEET

450595-1 D. Crumley & J. Wilkes (Intertek-PSI) 1/17/2024 - 1/31/2024

SR 9 ( I-95)

Core No. MP

Distance 

from left 

edge of lane 

(ft.)

Lane
Wheel

Path

Pavement Layer (in.)

Remarks:   Crack Depth of "B" indicates full depth crack to the base.        EOP = Edge of Pavement                                    In lieu of MP for Ramp Cores,  Location Distance Measured in Feet from Ramp Gore 

 Crack Extent:  L= Light;  M= Moderate;  S= Severe         Pavement Condition:  G= Good;  F= Fair;  P= Poor                                                        ** = FC-12.5, not FC-5

 Crack Types:  A= Alligator;   Bl= Block;   Br= Branch;   SL= Single Longitudinal;  ST= Single Transverse;   R= Reflective;   J= Joint;   OGFC= Open-Graded FC Stress Crack

 Base Types:  LR= Limerock;   COQ= Coquina;   SC= Soil Cement;   ABC= Asphalt Base;   SAHM= Sand Asphalt Hot Mix;   SBRM= Sand Bituminous Road Mix;   NB= No Base

Base Crack
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Cross

Slope

(%)

Comments



  Project No.:   Cored By:   Date:   Page No.:  5 of 8

  County:   From: Indian River County line   To:  S. of SR 514 (Malabar Rd.)

  Road No.:   Begin MP: 0.000   End MP: 12.500   Length:  12.500 miles

FC-5 Type SP Type S Binder

Core

Length

(in.)

Type

Thick-

ness

(in.)

Depth

(in.)
Type Class Extent

65 7.860 5.0 OR - - 1.5 4.0 12.0
SAHM

w/Shell
6.5 - - - F Pavement ripples

66 8.127 7.0 R3 0.6 1.5 4.3 1.5 7.9 LR - - - - - F

67 8.295 6.0 AUX 1.4 1.5 3.0 2.1 8.0 LR 12.6 - - - - F
Decelaration lane from I-95 NB

to Service Plaza #70220058

68 8.897 7.0 AUX 0.8 2.2 4.5 7.5 LR 13.2 3.0 SL III M P
Accelaration lane from Service Plaza

to I-95 NB #70220058

69 8.947 10.0 R3 X 0.8 1.5 5.7 8.0 LR 14.2 B A III S P
Delamination at 4.5 inches - Severe Distress

Migration of fines observed in cracks

70 8.946 4.0 OR 0.5 2.0 2.0 4.5 LR 9.8 - - - - P FC-5 on shoulder, Severe raveling of FC-5 layer

71 9.388 3.0 R3 X 0.6 2.0 2.4 2.0 7.0 LR - 2.5 SL III S P

72 9.759 8.0 R3 X 0.7 1.5 3.8 2.0 8.0 LR 13.3 2.0 SL III M P

73 9.759 5.0 OR - - 3.0 1.1 10.1
SAHM

w/Shell
6.0 - - - - F

74 9.916 10.0 R3 X 0.7 1.8 4.5 1.8 8.8 LR - - - - - F

75 10.016 6.0 R3 0.8 1.7 3.6 2.0 8.1 LR 13.7 2.2 SL III M P

76 10.796 8.0 R3 X 0.7 1.8 3.0 2.1 7.6 LR 14.5 - - - - F

77 10.796 7.0 OR - - 2.8 1.0 7.3
SAHM

w/Shell
3.5 - - - - P Pavement ripples

78 11.664 10.0 R3 X 1.0 1.5 5.5 2.0 10.0 LR 13.8 - - - F

79 11.664 6.0 OR - - 4.3 3.5 12.3
SAHM

w/Shell
4.5 - - - - F Delamination at 4.3 inches from top of core

80 12.378 7.0 R3 1.0 1.5 2.5 5.0 LR - - - - - F Light raveling, Under Babcock Street Bridge

Brevard   Highway Sect. No:  70220000

State of Florida Department of Transportation

PAVEMENT EVALUATION AND CONDITION DATA SHEET

450595-1 D. Crumley & J. Wilkes (Intertek-PSI) 1/17/2024 - 1/31/2024

SR 9 ( I-95)

Core No. MP

Distance 

from left 

edge of lane 

(ft.)

Lane
Wheel

Path

Pavement Layer (in.)

Remarks:   Crack Depth of "B" indicates full depth crack to the base.        EOP = Edge of Pavement                                    In lieu of MP for Ramp Cores,  Location Distance Measured in Feet from Ramp Gore 

 Crack Extent:  L= Light;  M= Moderate;  S= Severe         Pavement Condition:  G= Good;  F= Fair;  P= Poor                                                        ** = FC-12.5, not FC-5

 Crack Types:  A= Alligator;   Bl= Block;   Br= Branch;   SL= Single Longitudinal;  ST= Single Transverse;   R= Reflective;   J= Joint;   OGFC= Open-Graded FC Stress Crack

 Base Types:  LR= Limerock;   COQ= Coquina;   SC= Soil Cement;   ABC= Asphalt Base;   SAHM= Sand Asphalt Hot Mix;   SBRM= Sand Bituminous Road Mix;   NB= No Base
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  Project No.:   Cored By:   Date:   Page No.:  6 of 8

  County:   From: Indian River County line   To:  S. of SR 514 (Malabar Rd.)

  Road No.:   Begin MP: 0.000   End MP: 12.500   Length:  12.500 miles

FC-5 Type SP Type S Binder

Core

Length

(in.)

Type

Thick-

ness

(in.)

Depth

(in.)
Type Class Extent

81 12.371 3.0 L1 X 1.0 5.4 6.4 LR 13.2 - - - - F Under Babcock Street Bridge

82 12.372 6.0 IL - - 2.1 2.1 LR 7.5 - - - - F Under Babcock Street Bridge

83 11.394 4.0 L1 X 1.0 4.7 5.7 LR 12.3 - - - - F

84 10.957 4.0 L1 X 0.7 5.4 6.1 LR 14.2 - - - - F

85 9.957 4.0 L1 X 0.9 5.1 6.0 LR 13.4 - - - - F Under Valkaria Road Bridge

86 8.165 5.0 L1 0.8 5.7 6.5 LR 13.5 - - - - F

87 8.165 6.0 IL - - 2.4 2.4 LR 8.2 - - - - F

88 7.345 4.0 L1 X 0.8 5.6 6.4 LR 14.5 2.5 SL III M P

89 6.569 4.0 L1 X 1.0 5.1 6.1 LR 13.4 - - - - F

90 6.569 6.0 IL - - 1.8 1.8 LR 8.1 - - - - F

91 5.469 5.0 L1 0.9 5.1 6.0 LR 13.5 - - - - F

92 4.325 4.0 L1 X 1.0 5.0 6.0 LR 13.6 - - - - F Under Micco Road Bridge

93 4.325 7.0 IL - - 2.3 2.3 LR 7.9 - - - - F Under Micco Road Bridge

94 3.494 3.0 L1 X 1.0 5.0 6.0 LR 13.9 - - - - F

95 3.949 21.0 IL - - 2.9 2.9 NB - - - - - F
Core collected from shoulder pavement adjacent to concrete 

barrier wall

96 2.714 4.0 L1 X 0.9 6.1 7.0 LR 12.8 - - - - F Pavement ripples

Brevard   Highway Sect. No:  70220000

State of Florida Department of Transportation

PAVEMENT EVALUATION AND CONDITION DATA SHEET

450595-1 D. Crumley & J. Wilkes (Intertek-PSI) 1/17/2024 - 1/31/2024

SR 9 ( I-95)

Core No. MP

Distance 

from left 

edge of lane 

(ft.)

Lane
Wheel

Path

Pavement Layer (in.)

Remarks:   Crack Depth of "B" indicates full depth crack to the base.        EOP = Edge of Pavement                                    In lieu of MP for Ramp Cores,  Location Distance Measured in Feet from Ramp Gore 

 Crack Extent:  L= Light;  M= Moderate;  S= Severe         Pavement Condition:  G= Good;  F= Fair;  P= Poor                                                        ** = FC-12.5, not FC-5

 Crack Types:  A= Alligator;   Bl= Block;   Br= Branch;   SL= Single Longitudinal;  ST= Single Transverse;   R= Reflective;   J= Joint;   OGFC= Open-Graded FC Stress Crack

 Base Types:  LR= Limerock;   COQ= Coquina;   SC= Soil Cement;   ABC= Asphalt Base;   SAHM= Sand Asphalt Hot Mix;   SBRM= Sand Bituminous Road Mix;   NB= No Base
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  Project No.:   Cored By:   Date:   Page No.:  7 of 8

  County:   From: Indian River County line   To:  S. of SR 514 (Malabar Rd.)

  Road No.:   Begin MP: 0.000   End MP: 12.500   Length:  12.500 miles

FC-5 Type SP Type S Binder

Core

Length

(in.)

Type

Thick-

ness

(in.)

Depth

(in.)
Type Class Extent

97 2.714 6.0 IL - - 2.1 2.1 LR 7.5 - - - - F

98 1.881 4.0 L1 X 0.8 6.2 7.0 LR 12.7 3.0 SL III S P Pavement ripples

99 0.631 3.0 L1 X 0.7 5.2 5.9 LR 13.5 1.5 SL II L P

100 0.633 6.0 IL - - 2.0 2.0 LR 7.7 - - - - F

101 0.894 4.0 R1 X 0.9 5.1 6.0 LR 13.6 - - - - F Pavement ripples

102 0.895 7.0 IR - - 1.5 1.5 LR 8.4 - - - - F

103 1.491 3.0 R1 X 0.6 5.4 6.0 LR 14.3 - - - - F

104 1.802 4.0 R1 X 0.5 5.8 6.3 LR 14.1 3.0 SL III S P

105 2.235 4.0 R1 X 0.6 5.9 6.5 LR 13.7 2.3 SL III S P

106 3.492 4.0 R1 X 1.0 5.9 6.9 LR 13.5 - - - - F

107 3.493 6.0 IR - - 2.2 2.2 LR 8.3 - - - - F

108 4.330 3.0 R1 X 1.1 6.1 7.2 LR 14.6 - - - - F Under Micco Rd. Bridge

109 5.516 6.0 R1 0.6 5.4 6.0 LR 13.9 2.0 SL II M P

110 5.516 5.0 IR - - 2.1 2.1 LR 7.8 - - - - F

111 6.602 3.0 R1 X 0.6 5.4 6.0 LR 14.2 - - - - P Severe Raveling and pavement ripples

112 7.881 3.0 R1 X 1.0 5.0 6.0 LR 12.8 - - - - F Under Grant Road Bridge
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SR 9 ( I-95)

Core No. MP

Distance 

from left 

edge of lane 

(ft.)

Lane
Wheel

Path

Pavement Layer (in.)

Remarks:   Crack Depth of "B" indicates full depth crack to the base.        EOP = Edge of Pavement                                    In lieu of MP for Ramp Cores,  Location Distance Measured in Feet from Ramp Gore 

 Crack Extent:  L= Light;  M= Moderate;  S= Severe         Pavement Condition:  G= Good;  F= Fair;  P= Poor                                                        ** = FC-12.5, not FC-5

 Crack Types:  A= Alligator;   Bl= Block;   Br= Branch;   SL= Single Longitudinal;  ST= Single Transverse;   R= Reflective;   J= Joint;   OGFC= Open-Graded FC Stress Crack

 Base Types:  LR= Limerock;   COQ= Coquina;   SC= Soil Cement;   ABC= Asphalt Base;   SAHM= Sand Asphalt Hot Mix;   SBRM= Sand Bituminous Road Mix;   NB= No Base
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  Project No.:   Cored By:   Date:   Page No.:  8 of 8

  County:   From: Indian River County line   To:  S. of SR 514 (Malabar Rd.)

  Road No.:   Begin MP: 0.000   End MP: 12.500   Length:  12.500 miles

FC-5 Type SP Type S Binder

Core

Length

(in.)

Type

Thick-

ness

(in.)

Depth

(in.)
Type Class Extent

113 7.882 5.0 IR - - 2.1 2.1 LR 8.0 - - - - F Under Grant Road Bridge

114 8.586 6.0 R1 0.6 5.0 5.6 LR 13.6 2.1 SL II M P

115 9.703 3.0 R1 X 0.6 5.6 6.2 LR 13.7 2.5 SL II M P

116 9.953 5.0 R1 0.8 5.0 5.8 LR 14.0 - - - - F Under Valkaria Road Bridge

117 9.953 7.0 IR - - 1.9 1.9 LR 8.1 - - - - F Under Valkaria Road Bridge

118 10.756 6.0 R1 1.0 5.1 6.1 LR 14.9 - - - - F Pavement ripples

119 11.794 3.0 R1 X 0.8 5.7 6.5 LR 14.6 - - - - F

120 12.362 3.0 R1 X 0.8 5.2 6.0 LR 13.5 - - - - F

121 12.364 7.0 IR - - 2.5 2.5 LR 8.6 - - - - F

122 0.241 8.0 RAMP X 1.5** 1.3 2.8 LR 11.2 - - - - F
I-95 SB Off-Ramp to St Johns Pkwy 

Ramp #70500169 Outside Lane

123 0.242 3.0 OL 2.0** - - 2.0 LR 9.8 - - - - F
I-95 SB Off-Ramp to St Johns Pkwy 

Shoulder Ramp #70500169 

124
4.33

9.0 RAMP X 1.8** 1.6 3.4 LR 11.4 - - - - F Under Micco Rd. Bridge

125 0.084 5.0 OL 2.3** - - 2.3 LR 10.1 - - - - F
St Johns Pkwy SB On-Ramp to I-95

Shoulder Ramp #70500171

126 0.232 9.0 RAMP X 1.5** 1.5 3.0 LR 11.0 - - - - F
I-95 NB Off-Ramp to St Johns Pkwy

Ramp #70500172 Outside Lane

127 0.235 4.0 OR 2.0** - - 2.0 LR 9.6 - - - - F
I-95 NB Off-Ramp to St Johns Pkwy

Shoulder Ramp #70500172 Outside Lane

128 0.126 6.0 RAMP 1.5** 1.5 3.0 LR 10.9 - - - - F
St Johns Pkwy NB On-Ramp to I-95

Ramp #70500170

129 0.129 4.0 OR 1.9** - - 1.9 LR 8.9 - - - - F
St Johns Pkwy NB On-Ramp to I-95

Shoulder Ramp #70500170

Brevard   Highway Sect. No:  70220000

State of Florida Department of Transportation

PAVEMENT EVALUATION AND CONDITION DATA SHEET

450595-1 D. Crumley & J. Wilkes (Intertek-PSI) 1/17/2024 - 1/31/2024

SR 9 ( I-95)

Core No. MP

Distance 

from left 

edge of lane 

(ft.)

Lane
Wheel

Path

Pavement Layer (in.)

Remarks:   Crack Depth of "B" indicates full depth crack to the base.        EOP = Edge of Pavement                                    In lieu of MP for Ramp Cores,  Location Distance Measured in Feet from Ramp Gore 

 Crack Extent:  L= Light;  M= Moderate;  S= Severe         Pavement Condition:  G= Good;  F= Fair;  P= Poor                                                        ** = FC-12.5, not FC-5

 Crack Types:  A= Alligator;   Bl= Block;   Br= Branch;   SL= Single Longitudinal;  ST= Single Transverse;   R= Reflective;   J= Joint;   OGFC= Open-Graded FC Stress Crack

 Base Types:  LR= Limerock;   COQ= Coquina;   SC= Soil Cement;   ABC= Asphalt Base;   SAHM= Sand Asphalt Hot Mix;   SBRM= Sand Bituminous Road Mix;   NB= No Base

Base Crack
Pavt

Cond.

Rut

Depth

(in.)

Cross

Slope

(%)

Comments


