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Traffic – Annual Average Daily Traffic (AADT) 
& Level Of Service (LOS) 

2022 Existing Conditions 
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2050 No-Build 

LOS A 
Highly stable, free-flow condition 
with little or no congestion. 
Delay: <10 seconds/vehicle 

LOS C 
Free-flow condition with 
moderate congestion. 
Delay: 20 to 35 seconds/vehicle 

# AADT (vehicles per day) 

AM PEAK LOS/PM PEAK LOSX/Y 

LEGEND 

LOS B 
Stable, free-flow condition with 
little congestion. 
Delay: 10 to 20 seconds/vehicle 

LOS D 
Free-flow condition with 
moderate congestion. 
Delay: 35 to 55 seconds/vehicle 

LOS E 
Unstable, congestion condition. 
Delay: 55 to 80 seconds/vehicle 

LOS F 
Stop and Go congestion. 
Delay: 55 to 80 seconds/vehicle 
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Traffic – Annual Average Daily Traffic (AADT) & Level Of Service (LOS) 

ALT 1 & 2  2050 Build ALT 3  2050 Build 
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# AADT (vehicles per day) 

AM PEAK LOS/PM PEAK LOSX/Y 

LEGEND 

LOS B 
Stable, free-flow condition with 
little congestion. 
Delay: 10 to 20 seconds/vehicle 

LOS D 
Free-flow condition with 
moderate congestion. 
Delay: 35 to 55 seconds/vehicle 

LOS E 
Unstable, congestion condition. 
Delay: 55 to 80 seconds/vehicle 

LOS F 
Stop and Go congestion. 
Delay: 55 to 80 seconds/vehicle 

LOS A 
Highly stable, free-flow condition 
with little or no congestion. 
Delay: <10 seconds/vehicle 

LOS C 
Free-flow condition with 
moderate congestion. 
Delay: 20 to 35 seconds/vehicle 
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