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June 18, 2020 
 
Khoa Nguyen 
Director, Office of Technical Services 
Federal Highway Administration 
3500 Financial Plaza, Suite 400 
Tallahassee, Florida 32312 
 
Re: State Specifications Office 
 Section: 102 
 Proposed Specification: 1020918 Maintenance of Traffic. 
 
Dear Mr. Nguyen: 
 
We are submitting, for your approval, two copies of the above referenced Supplemental 
Specification. 
 
The changes are proposed by Olivia Townsend at the Roadway Design Office to amend 
temporary raised rumble strips types to temporary striping type or portable type. 
 
Please review and transmit your comments, if any, within two weeks. Comments should be sent 
via email to daniel.strickland@dot.state.fl.us 
 
If you have any questions relating to this specification change, please call me at 414-4130. 
 
      Sincerely, 
       
      Signature on file 
       
      Daniel Strickland, P.E. 
      State Specifications Engineer 
 
DS/rf 
Attachment 
cc: Florida Transportation Builders' Assoc. 
 State Construction Engineer
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1020918 
All Jobs 

MAINTENANCE OF TRAFFIC 
(REV 4-10-20) 

SUBARTICLE 102-9.18 is deleted and the following substituted: 

 102-9.18 Temporary Raised Rumble Strip Set: Furnish, install, maintain, remove, and 
reinstall Use temporary raised rumble strips per the manufacturer’s recommendations and in 
accordance with Standard Plans, Index 102-603. 
  The temporary raised rumble strip may be either a removable polymer striping 
tyape or a molded engineered polymer materialportable type. Use a consistent type and color 
throughout the work zone. 
 
 



1020918 
All Jobs 

MAINTENANCE OF TRAFFIC 
(REV 4-10-20) 

SUBARTICLE 102-9.18 is deleted and the following substituted: 

 102-9.18 Temporary Raised Rumble Strip Set: Use temporary raised rumble strips per 
the manufacturer’s recommendations and in accordance with Standard Plans, Index 102-603. 
  The temporary raised rumble strip may be either a removable striping type or a 
portable type. Use a consistent type and color throughout the work zone. 
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