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MAINTENANCE OF TRAFFIC.

(REV 2-27-17) 
SUBARTICLE 102-5.4 is deleted and the following substituted:


102-5.4 Crossings and Intersections: Provide and maintain adequate accommodations for intersecting and crossing traffic. Do not block or unduly restrict any median opening, road or street crossing the project unless approved by the Engineer. Maintain all existing actuated or traffic responsive mode signal operations for main and side street movements for the duration of the work. Restore any loss of detection within 12 hours. Use only detection technology listed on the Department’s Approved Products List (APL) and approved by the Engineer to restore detection capabilities. Before beginning any construction, submit to the Engineer the names and phone numbers of persons that can be contacted when signal operation malfunctions.

ARTICLE 102-7 is expanded by the following:


Provide off-duty law enforcement officer when required or as directed by the Engineer.
SUBARTICLE 102-11.1 is deleted and the following substituted:


102-11.1 General: Devices installed/used on the project on any calendar day or portion thereof, within the Contract Time, including time extensions which may be granted, will be paid for at lump sum price per day or per location
ARTICLE 102-12 is deleted.
ARTICLE 102-13.22 is deleted and the following substituted:

102-13.22 Maintenance of Traffic Lump Sum: Price and payment will be full compensation for all work and costs specified under Section 102.


When the proposal does not include a separate item for Maintenance of Traffic, all work and incidental costs specified as being covered under this Section will be included for payment under the several scheduled items of the overall Contract and no separate payment will be made therefore.

102-13.23 Payment Items: Payment will be made under the items shown in the Bid Price Proposal.

