
Florida Department of Transportation 
RON DESANTIS 

GOVERNOR 
605 Suwannee Street 

Tallahassee, FL  32399-0450 
KEVIN J. THIBAULT, P.E. 

SECRETARY 

July 15, 2019 

Khoa Nguyen 
Director, Office of Technical Services 
Federal Highway Administration 
3500 Financial Plaza, Suite 400 
Tallahassee, Florida 32312 

Re: State Specifications Office 
Section: 330 
Proposed Specification: 3300302 Hot Mix Asphalt – General Construction 
Requirements. 

Dear Mr. Nguyen: 

We are submitting, for your approval, two copies of the above referenced Supplemental 
Specification. 

The changes are proposed by Wayne Rilko of State Materials Office (SMO) to modify the 
language. 

Please review and transmit your comments, if any, within two weeks. Comments should be sent 
via email to stefanie.maxwell@dot.state.fl.us. 

If you have any questions relating to this specification change, please call me at 414-4140. 

      Sincerely, 
       
      Signature on file 
       
      Stefanie D. Maxwell, P.E. 
      Manager, Program Management Office 

SM/dt 
Attachment 
cc: Florida Transportation Builders' Assoc. 

State Construction Engineer 

https://stefanie.maxwell@dot.state.fl.us


3300302 
All Jobs 

HOT MIX ASPHALT – GENERAL CONSTRUCTION REQUIREMENTS. 
(REV5-3-19) 

SUBARTICLE 330-3.2.2 is deleted and the following substituted: 

  330-3.2.2 Ambient Air Temperature: Place the mixture only when the air 
temperature in the shade and away from artificial heat meets requirements of Table 330-1. The 
minimum ambient temperature requirement may be reduced by 5ºF when using warm mix 
technology, if mutually agreed to by both the Engineer and the Contractor.   

Table 330-1 
Ambient Air Temperature Requirements for Paving 

Layer Thickness or Asphalt Binder Type Minimum Temperature (°F) 
≤ 1 inch 50 

Any mixture > 1 inch containing a PG asphalt binder with a high 
temperature designation ≥ 76°C 

45 

Any mixture > 1 inch containing a PG asphalt binder with a high 
temperature designation < 76°C 40 

FC-5(1) 65 
(1) As an exception, place the mixture at temperatures no lower than 60ºF, only when approved by the Engineer based on the 
Contractor’s demonstrated ability to achieve a satisfactory surface texture and appearance of the finished surface. For mixtures 
containing PG 76-22 binder, Tthe minimum ambient temperature may be further reduced to 55ºF when using warm mix 
technology, if agreed to by both the Engineer and the Contractor. 
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