
102 MAINTENANCE OF TRAFFIC 
(REV 7-10-19) (FA 8-12-19) (1-20) 

SUBARTICLE 102-9.1 is deleted and the following substituted: 

102-9 Temporary Traffic Control Devices. 
102-9.1 General: Use only devices that are listed on the APL. Immediately 

remove or cover, using any method of covering approved by the Engineer, any existing or 
temporary devices that do not apply to current conditions. 

The use of NCHRP Report 350 Recommended Procedures for the Safety 
Performance Evaluation of Highway Features devices purchased prior to January 1, 2020 
is permitted on projects let prior to January 1, 2030. All devices manufactured or 
purchased on or after January 1, 2020 must be MASH compliant in accordance with 
Section 990. 

The APL number is to be permanently marked on the device at a readily 
visible location. Sheeting used on devices and pavement markings are exempt from this 
requirement. 

Notify the Engineer in writing of any scheduled operation that will affect 
traffic patterns or safety sufficiently in advance of commencing such operation to permit 
review of the plan for the proposed installation of temporary traffic control devices. 

Assign an employee the responsibility of maintaining the position and 
condition of all temporary traffic control devices throughout the duration of the Contract. 
Keep the Engineer advised at all times of the identification and means of contacting this 
employee on a 24 hour basis. 

Maintain temporary traffic control devices in the correct position, properly 
oriented, clearly visible and clean, at all times. All applicable temporary traffic control 
devices must meet the classification category of Acceptable as defined in the American 
Traffic Safety Services Association (ATSSA) Quality Guidelines for Temporary Traffic 
Control Devices and Features. Temporary concrete barriers must meet the classification 
category of Acceptable defined in the Department’s Temporary Concrete Barrier 
Evaluation Guide, which may be viewed at the following URL: 
https://fdotwww.blob.core.windows.net/sitefinity/docs/default-
source/programmanagement/implemented/urlinspecs/files/docs/default-source/content-
docs/programmanagement/implemented/urlinspecs/files/temporaryconcretebarrierguide.p 
df.pdf?sfvrsn=343b4c97_10. Pedestrian longitudinal channelizing devices (LCDs) must 
meet the classification category of Acceptable as defined in the Pedestrian LCD 
Evaluation Guide, which may be viewed at the following URL: 
https://fdotwww.blob.core.windows.net/sitefinity/docs/default-
source/programmanagement/implemented/urlinspecs/files/lcdevaluationguide.pdf?sfvrsn 
=166e0f16_2. Immediately repair, replace or clean damaged, defaced or dirty devices. 
Traffic control devices must not be cleaned while installed/used. Use of warning lights on 
any temporary traffic control device is prohibited, with the exception of the trailer 
mounted portable regulatory signs. 

Employ an approved independent Channelizing Device Supplier (CDS) to 
provide and maintain the condition of the following non-fixed channelizing devices: 
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drums, cones, vertical panels, barricades, tubular markers, and longitudinal channelizing 
devices. Cones may be provided and maintained by the Contractor. 

The CDS shall not be affiliated with the Contractor and shall be approved 
by the Engineer in accordance with 102-9.1.1. The CDS shall submit a monthly 
certification on letterhead that the channelizing devices mentioned above installed/used 
within the work zone meet classification category of Acceptable as defined in the 
Pedestrian LCD Evaluation Guide and the ATSSA Quality Guidelines for Temporary 
Traffic Control Devices and Features. The CDS shall submit the monthly certification on 
letterhead for channelizing devices installed/used within the work zone. The CDS 
certification shall include the following statement, “I certify that I have provided and 
maintained the following devices <list devices covered under the certification> in 
accordance with Pedestrian LCD Evaluation Guide and the ATSSA Quality Guidelines 
for Temporary Traffic Control Devices and Features.” If the Contractor chooses to 
provide and maintain cones, the Contractor must submit a monthly Contractor 
certification on letterhead that all cones installed/used within the work zone meet 
acceptable standards as outlined in the ATSSA Quality Guidelines for Temporary Traffic 
Control Devices and Features. The Contractor certification shall include the following 
statement, “I certify that I have provided and maintained cones in accordance with the 
ATSSA Quality Guidelines for Temporary Traffic Control Devices and Features.” 

SUBARTICLE 102-9.2 is deleted and the following substituted: 

102-9.2 Work Zone Signs: Furnish, install, maintain, remove and relocate signs 
in accordance with the Plans and Standard Plans, Index 102-600. 

102-9.2.1 Post Mounted Signs: Meet the requirements of 990-8. 
102-9.2.2 Portable Signs: Use only approved systems, which includes 

sign stands and attachment hardware (nuts, bolts, clamps, brackets, braces, etc.), meeting 
the vendor requirements specified on the APL drawings. 

102-9.2.3 Barrier Mounted Signs: If post mounting criteria cannot be 
achieved in accordance with Standard Plans, Index 102-600 and a barrier or traffic railing 
exists, use temporary sign criteria provided in Standard Plans, Index 700-013. 

SUBARTICLE 102-9.17 is deleted and the following substituted: 

102-9.17 Truck Mounted Attenuators and Trailer Mounted Attenuators: 
Furnish, operate and maintain APL listed truck mounted and trailer mounted attenuators 
in accordance with the manufacturer’s recommendations. 

For posted speeds of 50 mph or greater, use either truck mounted 
attenuators or trailer mounted attenuators that meet TL-3 criteria. For posted speeds of 
45 mph or less, use either truck mounted attenuators or trailer mounted attenuators that 
meet TL-2 or TL-3 criteria. 

Attenuators will not be paid for separately. Include the cost of the truck 
with either a truck mounted attenuator or a trailer mounted attenuator in Maintenance of 
Traffic, lump sum. Payment includes all costs, including furnishing, operating 



maintaining and removal when no longer required, and all materials, labor, tools, 
equipment and incidentals required for attenuator maintenance. 

SUBARTICLE 102-11.9 is expanded by the following: 

102-11.9 Temporary Barrier: The quantity to be paid for will be the length, in 
feet, of freestanding units or anchored units certified as installed/used on the project. The 
quantity to be paid for relocating barrier will be based on the relocated installation type. 
No separate payment will be made for the asphalt pad. For freestanding units transitioned 
to a crash cushion, the cost of anchoring the transition units will be included in the cost of 
the temporary crash cushion in accordance with 102-11.12. 

SUBARTICLE 102-11.20 is deleted and the following substituted: 

102-11.20 Work Zone Pavement Markings: Painted pavement markings will be 
paid as specified in 710-10. The quantity of removable tape to be paid for solid, 10’-30’ 
skip, 3’-9’ dotted, 6’-10’ dotted, and 2’-4’ dotted lines will be the length, in gross miles, 
authorized and acceptably applied under this Section and certified as installed/used on the 
project. The quantity of removable tape to be paid for transverse lines will be the length, 
in linear feet, authorized and acceptably applied under this Section and certified as 
installed/used on the project. The quantity of removable tape to be paid for pavement 
messages, symbols, and arrows will be per each, authorized and acceptably applied under 
this Section and certified as installed/used on the project. The quantity of temporary 
RPMs to be paid will be the number of RPMs authorized and acceptably applied. 

SUBARTICLE 102-13.19 is deleted and the following substituted: 

102-13.19 Work Zone Pavement Markings: Price and payment will be full 
compensation for all work specified including, all cleaning and preparing of surfaces, 
furnishing of all materials, application, curing and protection of all items, protection of 
traffic, furnishing of all tools, machines and equipment, and all incidentals necessary to 
complete the work. Final payment will be withheld until all deficiencies are corrected. 

Removable tape or durable paint may be substituted for standard paint at 
no additional cost to the Department. 

Payment for temporary RPMs used to supplement line markings will be 
paid for under temporary raised pavement markers. Install these RPMs as detailed in the 
Standard Plans. 

SUBARTICLE 102-13.25 is deleted and the following substituted: 

102-13.25 Payment Items: Payment will be made under: 
Item No. 102- 1- Maintenance of Traffic - lump sum. 
Item No. 102- 2- Special Detour - lump sum. 



Item No. 102- 3- Commercial Material for Driveway Maintenance - 
per cubic yard. 

Item No. 102- 4- Pedestrian Special Detour - lump sum. 
Item No. 102- 14- Traffic Control Officer - per hour. 
Item No. 102- 30- Temporary Highway Lighting - lump sum. 
Item No. 102- 60- Work Zone Sign - per each per day. 
Item No. 102- 61- Business Sign - each. 
Item No. 102- 62- Barrier Mounted Work Zone Sign – per each per 

day 
Item No. 102- 71- Temporary Barrier - per foot. 
Item No. 102- 75- Temporary Lane Separator - per foot 
Item No. 102- 73- Temporary Guardrail - per foot. 
Item No. 102- 74- Channelizing Devices 
Item No. 102- 76- Arrow Board - per each per day. 
Item No. 102- 78- Temporary Raised Pavement Markers - each. 
Item No. 102- 81- Temporary Crash Cushion, Gating - per location. 
Item No. 102- 89- Temporary Crash Cushion, Redirective - per 

location. 
Item No. 102- 94- Glare Screen - per foot. 
Item No. 102- 99- Portable Changeable Message Sign - per each per 

day. 
Item No. 102-104- Temporary Signalization and Maintenance - per 

intersection per day. 
Item No. 102-107- Temporary Traffic Detection and Maintenance - per 

intersection per day. 
Item No. 102-120- Temporary Signal for Lane Closures on Two-Lane, 

Two-Way Roadways – per each per day. 
Item No. 102-150- Portable Regulatory Sign - per each per day. 
Item No. 102-150- Radar Speed Display Unit - per each per day. 
Item No. 102-909- Temporary Raised Rumble Strips - per day. 
Item No. 102-913- Removable Tape. 
Item No. 710- Painted Pavement Markings. 
Item No. 711- Thermoplastic Pavement Markings. 
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