
633 COMMUNICATION CABLE. 
(REV 8-16-19) (FA 8-19-19) (1-20) 

ARTICLE 633-1 is deleted and the following substituted: 

633-1 Description. 
Furnish and install underground and aerial communication cable as shown in the Plans 

and Standard Plans. 

SUBARTICLE 633-3.1.4 is deleted and the following substituted: 

  633-3.1.4 Slack Cable Storage: Provide and store fiber optic cable at each pull 
box and splice box to allow for future splices, additions, or repairs to the fiber network. Store the 
fiber optic cable without twisting or bending the cable below the minimum bend radius. 
   Store a total of 200 feet of fiber optic trunk cable in splice boxes, with 
100 feet of cable on each side of the cable splice point or as shown in the Plans. 
   Store a minimum of 100 feet of fiber optic drop cable in splice boxes or as 
shown in the Plans. 
   Store 50 feet of spare fiber optic cable in pull boxes. 

SUBARTICLE 633-3.1.5.2 is deleted and the following substituted: 

   633-3.1.5.2 Splice Equipment: Use a fusion splice machine to splice all 
optical fiber. Ensure that splice equipment is new from the factory, or serviced and certified by 
the factory or its authorized representative within the previous 12 months from the 
commencement of its use. Ensure that the calibration certificate is maintained in the splicing 
equipment case or provided electronically when requested. Submit to the Engineer 
documentation from the manufacturer or his authorized representative certifying compliance. 
Clean all splicing equipment and calibrate according to the manufacturer’s recommendations 
prior to each splicing session at each location. 

SUBARTICLE 633-3.1.8 is deleted and the following substituted: 

  633-3.1.8 Installation Testing: Notify the Engineer of cable testing at least 
14 calendar days in advance. Submit the testing procedures to the Engineer for approval prior to 
commencement of testing. Perform all tests at 1,310/1,550 nanometer wavelengths, and include 
the last calibration date of all test equipment with the test parameters set on the equipment in the 
test documentation. Ensure that the last calibration date of all test equipment is within the last 
12 months and that the calibration certificate is maintained in the test equipment case or provided 
electronically when requested. Test all installed fibers (terminated and un-terminated) using 
methods approved by the Engineer. 



SUBARTICLE 633-5.1 is deleted and the following substituted: 

633-5.1 General: The quantities to be paid will be: the length, in feet, of fiber optic 
cable; the number, per each, of fiber optic connections; the number, per each, of fiber optic 
connection hardware; and the length, per foot, of twisted pair cable, accepted by the Engineer. 
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