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Khoa Nguyen 
Director, Office of Technical Services 
Federal Highway Administration 
3500 Financial Plaza, Suite 400 
Tallahassee, Florida 32312 

Re: State Specifications Office 
Section: 682 
Proposed Specification: 6820202 Video Equipment. 

Dear Mr. Nguyen: 

We are submitting, for your approval, two copies of the above referenced Supplemental 
Specification. 

The changes are proposed by Derek Vollmer from the Traffic Engineering and Operations Office 
to remove APL requirement for video wall controllers. 

Please review and transmit your comments, if any, within two weeks. Comments should be sent 
via email to daniel.strickland@dot.state.fl.us. 

If you have any questions relating to this specification change, please call me at (850) 414-4130. 

      Sincerely, 
       
      Signature on file 
       
      Daniel Strickland, P.E. 
      State Specifications Engineer 

DS/ra 
Attachment 
cc: Florida Transportation Builders' Assoc. 

State Construction Engineer 
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7820000 
All Jobs 

VIDEO EQUIPMENT 
(REV 11-10-21)   

SUBARTICLE 682-2.2.1 is deleted and the following substituted: 

  682-2.2.1 Video Display Control System: Furnish a video display control system 
that meets the requirements of Section 996 and listed on the APL. 
   Provide the video display control system with a minimum configuration of 
4 composite video inputs, 4 component (red, green, and blue (RGB)) video inputs, and 4 DVI 
inputs as well as network connections, decoders, and associated hardware and software required 
to display 32 inputs simultaneously at a minimum resolution of 720 pixels x 480 pixels and a 
frame rate of 30 fps, or as shown in the Plans. 
   Provide the video display control system with a minimum configuration of 
4 composite video outputs, 2 component (RGB video outputs), and 4 DVI outputs, or as shown 
in the Plans. If the projection device requires an analog signal, then breakout cables may be used 
to convert the DVI output connector to a HD15 analog RGB connector. 
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All Jobs 
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VIDEO EQUIPMENT 
(REV 11-10-21)   

SUBARTICLE 682-2.2.1 is deleted and the following substituted: 

  682-2.2.1 Video Display Control System: Furnish a video display control system 
that meets the requirements of Section 996. 
   Provide the video display control system with a minimum configuration of 
4 composite video inputs, 4 component (red, green, and blue (RGB)) video inputs, and 4 DVI 
inputs as well as network connections, decoders, and associated hardware and software required 
to display 32 inputs simultaneously at a minimum resolution of 720 pixels x 480 pixels and a 
frame rate of 30 fps, or as shown in the Plans. 
   Provide the video display control system with a minimum configuration of 
4 composite video outputs, 2 component (RGB video outputs), and 4 DVI outputs, or as shown 
in the Plans. If the projection device requires an analog signal, then breakout cables may be used 
to convert the DVI output connector to a HD15 analog RGB connector. 
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