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Re: State Specifications Office 
Section: 929 
Proposed Specification: 9290100 Supplementary Cementitious Materials. 

Dear Mr. Nguyen: 

We are submitting, for your approval, two copies of the above referenced Supplemental 
Specification. 

The changes are proposed by Thomas Frank to remove restriction to not use fly ash, slag cement, 
and ultra fine fly ash in conjunction with Type IP or IS. 

Please review and transmit your comments, if any, within two weeks. Comments should be sent 
via email to daniel.strickland@dot.state.fl.us. 

If you have any questions relating to this specification change, please call me at 850-414-4130. 

      Sincerely, 
       
      Signature on file 
       
      Daniel Strickland, P.E. 
      State Specifications Engineer 

DS/dh 
Attachment 
cc: Florida Transportation Builders' Assoc. 

State Construction Engineer 
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9290100 
All Jobs 

SUPPLEMENTARY CEMENTITIOUS MATERIALS. 
(REV 10-26-21) 

ARTICLE 929-1 is deleted and the following substituted: 

929-1 General. 
Supplementary cementitious materials (SCMs) shall conform to the requirements of this 

Section. SCMs shall be used in concrete mix designs in accordance with Section 346. 
Fly ash, slag cement, and ultra-fine fly ash shall not be used in conjunction with Type IP 

or Type IS cements. 
Repulpable bags may be accepted by the Engineer, provided a successful demonstration 

by the producer has indicated complete degradation of the repulpable bags during the mixing 
operation and before the mix is discharged. 

The Engineer may require additional testing beyond the requirements of this Section prior 
to the acceptance of any SCM sources. 

929-1.1 Definitions. 
  The following definitions are applicable to the production and quality control 
(QC) of SCMs: 
   1. Approved Laboratory: A laboratory that is currently inspected by the 
Cement and Concrete Reference Laboratory (CCRL), is actively participating in the CCRL 
proficiency program and has corrected all deficiencies noted at the time of inspection. The 
laboratory must authorize the CCRL to send a copy of the final inspection report and proficiency 
sample results to the State Materials Office (SMO). 
   2. SCM Producer: Indicates an SCM supplier, including but not limited to 
a plant, a terminal, or a transfer facility, that has been qualified by the SMO. The Cementitious 
Materials Production Facility Listing will be maintained by the SMO. 
   3. Test Report: A certification from the SCM producer showing that the 
SCM meets the requirements of this Section. The test report must include, at a minimum, the 
following information: 
    a. The Type of SCM. 
    b. The production period. 
    c. Chemical and physical analysis of the SCM. 
    d. The silo numbers where the SCM is stored. 
    e. The specific gravity of the SCM. 
    f. The approved laboratory that performed all tests. 
   4. Purchaser: The term “purchaser” in the ASTM requirements shall be 
taken as the Department. 
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