
353 CONCRETE PAVEMENT SLAB REPLACEMENT. 
(REV 10-12-21) (FA 12-27-21) (7-22) 

SUBARTICLE 353-3.3 is deleted and the following substituted: 

353-3.3 Demonstration Slab: Prior to batching production concrete, demonstrate 
the ability to furnish replacement slabs by constructing a demonstration slab at the project 
site. Demonstrate production techniques for slab removal, dowel installation, concrete 
placement, finishing, slab curing, sample preparation and curing, and proper timing of 
joint sawing. Demonstrate the ability to achieve the required compressive strengths. 
Demonstrate proficiency to the Engineer the ability to determine when the concrete has 
achieved a compressive strength of 1,600 psi by testing concrete cylinders or by using the 
maturity-strength curve. Use cylinders to verify the concrete compressive strength at 
28 days. Schedule construction of the demonstration slab at the time specified in the 
Contract Documents. If the Engineer determines that elements of the demonstration slab 
fail to meet requirements of the Contract Documents, propose adjustments to the 
construction processes and/or materials for the Engineer’s approval. 
  The demonstration slab may be used in the final work with the approval of 
the Engineer. No slab replacements will be constructed until the demonstration slab is 
approved. The Engineer may require additional demonstration slabs until a demonstration 
slab conforms to the Contract Documents. 
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