ORIGINATION FORM

Proposed Revisions to the Specifications
(Please provide all information - incomplete forms will be returned)

Date: 12-20-2021

Originator: Rich Hewitt
Telephone: 386-943-5305
email: richard.hewitt@dot.state.fl.t

Will the proposed revision require changes to:
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Specification Section: 520
Article/Subarticle: 10.1, 10.2
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Will this revision necessitate any of the following:
Design Bulletin Construction Bulletin Estimates Bulletin Materials Bulletin

Are all references to external publications current?

Yes O No O

If not, what references need to be updated? (Please include changes in the redline document.)

Why does the existing language need to be changed?

Address issues with additional asphalt needed when earthwork elevation is low or placed at
cross slope different than design cross slope. Address issues with curb and gutter placed
such that design pavement cross slopes can't be achieved.

Summary of the changes:

Establish elevation measurement frequencies and cross slope calculations to ensure curb
and gutter is placed such that design pavement cross slopes are constructable.

Are these changes applicable to all Department jobs?

If not, what are the restrictions?

Yes O No O

Contact the State Specifications Office for assistance in completing this form.
Daniel Strickland 850-414-4130 Daniel.Strickland @dot.state.fl.us Rebecca Arcia 850-414-4155 Rebecca.Arcia@dot.state.fl.us
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MEMORANDUM

DATE: January 3, 2022
TO: Specification Review Distribution List
FROM: Daniel Strickland, P.E., State Specifications Engineer

SUBJECT: Proposed Specification: 5201000 Concrete Gutter, Curb Elements, and Traffic
Separators.

In accordance with Specification Development Procedures, we are sending you a copy of
a proposed specification change.

This change was proposed by Rich Hewitt from the State Constriction Office to address
issues with additional asphalt needed when earthwork elevation is low or placed at cross slope
different than design cross slope. The proposed specification is associated with the changes made
to Section 200, 234, 334, 337, and 339.

Please share this proposal with others within your responsibility. Review comments are
due within four weeks and should be sent to Mail Station 75 or online at
http://fdotewpl.dot.state.fl.us/programmanagement/development/industryreview.aspx .
Comments received after January 31, 2022, may not be considered. Your input is encouraged.
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5201000
All Jobs

CONCRETE GUTTER, CURB ELEMENTS,
AND TRAFFIC SEPARATOR

(REV 12-21-21)
ARTICLE 520-10 is deleted and the following substituted:

520-10 Surface Requirements.

520-10.1 Straightedge: Test the gutter section of curb and gutter with a 10 foot
straightedge laid parallel to the centerline of the roadway and while the concrete is still plastic.
Perform straightedging along the edge of the gutter adjacent to the pavement or along other lines
on the gutter cross-section, as directed by the Engineer. Immediately correct irregularities in
excess of 1/4 inch.

520-10.2 Elevation and Cross Slope: Place curb and gutter so the calculated actual
roadway or shoulder cross slope to be placed within the curb and gutter is within +/- 0.2% of the
calculated design cross slope for that location. Once per 500 feet, check the elevation of lip of
curb and gutter and calculate actual cross slope between curb and gutter on each side of a lane or
set of adjacent lanes. Perform these checks prior to placement of the curb and gutter and adjust to
ensure cross slope tolerance is met. After placement and curing of curb and qutter, perform the
above checks again. Correct any curb and gutter found to be outside the cross slope tolerance
described above.
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