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Dear Mr. Holt:

We are submitting, for your approval, two copies of the above referenced Supplemental
Specification.

The changes are proposed by Karen Byram to move the Florida Statute language from Section
972 into Section 6, which establishes the FDOT authority and guidelines for using recyclable
materials in road construction.

Please review and transmit your comments, if any, within two weeks (10 business days).
Comments should be sent via email daniel.strickland@dot.state.fl.us.

If you have any questions relating to this specification change, please call me at (850) 414-4130.
Sincerely,
Signature on File

Daniel Strickland, P.E.
State Specifications Engineer
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CONTROL OF MATERIALS
(REV 6-29-26)

SUBARTICLE 6-1.3.1.1 is deleted and the following substituted:

6-1.3.1.1 Approved Product List: This list provides assurance to
Contractors, consultants, designers, and Department personnel that specific products and
materials are approved for use on Department facilities. The Department will limit the
Contractor’s use of products and materials that require use of APL items to those listed on the
APL effective at the time of placement. Submit the APL numbers for all products and materials
to be used on the project no later than the day the product or material is installed, or in
accordance with these Specifications. Where the terms Qualified Products List (QPL) appear in
the Contract Documents, they will be synonymous with Approved Product List (APL).

Manufacturers seeking to have a product evaluated for the APL

must submit an application, available on the Department’s website at the following URL:
https://www.fdot.gov/programmanagement/ProductEvaluation/Default.shtm. Appheationsmust
inehade-the-fellowing-Submit supporting documentation: in accordance with these Specifications,
e S R e et e s

i o d . od by ]
Speettieations-Standard Plans, and APL approval process_and the-documentation-must-meeting

the requirements inef Table 6-1. A-sample-mayberequested-to-verify-the-produetin-acecordance

9-Applications must be signed by a legally responsible
person employed by the manufacturer of the product. Products that have successfully completed
the Department’s evaluation process and meet all applicable specification requirements are
eligible for inclusion on the APL.



https://www.fdot.gov/programmanagement/ProductEvaluation/Default.shtm

Requirements for Supporting Documentation

Table 6-1

Documentation Requirements
Provide product photos that display the significant features of the
Product Photo product. Provide photos for all manufacturer-supplied installation

materials. -The name on the product label must match the product
name on the APL.

Technical Data Sheet

Provide product literature that uniquely identifies the product and
includes product specifications, storage instructions, and
recommended installation materials and equipment as applicable.

The product name on the literature must match the product name
on the APL.

Product Label and
Packaging

Provide label and packaging photos for each component of the
product system. Provide label and packaging photos for all
manufacturer-supplied installation materials. Manufacturer name
and material designation (product name, product model/part
number/style number, etc.) must be identified on the product,
product packaging, and product labels. The product name on the
label and packaging must match the product name on the APL.

Independent
Laboratory Test

Report

Provide independent testing reports conducted in accordance with
the specification requirements. Laboratories used for testing must
be independent from the manufacturer unless otherwise stated in
the specification. Product and material must be representative of
ongoing production process and rate. The product name on the test
report must match the product name on the APL.

Drawings and

Provide drawings and calculations in accordance with the
specifications. Drawings and calculations must be signed and
sealed by a Professional Engineer licensed in the State of Florida.

Calculations The product name on the drawings and calculations must match
the product name on the APL.
Installation Provide installation instructions in accordance with the
Instructions specifications. Installation instructions must identify all materials
Manufacturer’s necessary for installation. The product name on the installation
Instructions instructions must match the product name on the APL.
A sample may be requested to verify the product, in accordance
with the specifications. Samples submitted must be from current
Sample production and must be representative of ongoing production

process and rate. Do not send samples until requested by the
Department.

B e e R R e

evaluationprocessare-ehigible forinelusion-enthe- APL-Manufacturers are required to submit

requests to the Department for approval of any modifications or alterations made to a product
listed on the APL. This requirement includes, but is not limited to, manufacturer product and
contact information, design, raw materials, formulations, or manufacturing process

esmodifieations. Modification or alteration requests must be submitted along with supporting




documentation that the product continues to meet Section 6, the Specification, or Standard Plans
requirements. A product sample and additional product testing and documentation may be
required for the modification evaluation. Any marked variations from original test values, failure
to notify the Department of any modifications or alterations, or any evidence of inadequate
performance of a product may result in removal of the product from the APL.

Manufacturers are periodically required to requalify their APL
products and submit requalification requests to the Department to maintain their products on the
APL. Manufacturers seeking to have a product requalified for the APL must submit an
application, available on the Department’s website at the following URL:
https://www.fdot.gov/materials/productevaluation/default.shtm. Manufacturer requalification
requests for each APL product must be submitted on or before the product’s original approval

anniversary

¢ al-anniversary. APL products that are not re-apprevedrequalified may be removed from
the APL. Documentation requirements for the product review-andre-approvalrequalification,
including schedule and criteria, are available on the Department’s website at the following URL:

https://www.fdot.gov/materials/productevaluation/default.shtm

SUBARTICLE 6-5.2 is deleted and the following substituted:

6-5.2 Source of Supply: Comply with 2 CFR 184 and-2-CFR-206.32223 CFR 635.410,
which includes the Buy America Sourcing Preferences of the Build America, Buy America Act
(BABA). Bemestiec-eCompliance for all affected products will be listed on the APL.

6-5.2.1 Steel and Iron: Use steel and iron manufactured in the United States, in
accordance with the Buy America provisions of 23 CFR 635.410, as amended. Ensure that all
manufacturing processes for this material occur in the United States. As used in this
specification, a manufacturing process is any process that modifies the chemical content,
physical shape or size, or final finish of a product, beginning with the initial melting and
continuing through the final shaping and coating. If a steel or iron product is taken outside the
United States for any manufacturing process, it becomes foreign source material. When using
steel or iron materials as a component of any manufactured product (e.g., concrete pipe,
prestressed beams, corrugated steel pipe, etc.), these same provisions apply. Foreign steel and
iron may be used when the total actual cost of such foreign materials does not exceed 0.1% of
the total Contract amount or $2,500, whichever is greater. These requirements are applicable to
all steel and iron materials incorporated into the finished work but are not applicable to steel and
iron items that the Contractor uses but does not incorporate into the finished work. Submit a
certification from the manufacturer of steel or iron, or any product containing steel or iron,
stating that all steel or iron furnished or incorporated into the furnished product was produced
and manufactured in the United States or a statement that the product was produced within the
United States except for minimal quantities of foreign steel and iron valued at $ (actual cost).
Submit each such certification to the Engineer prior to incorporating the material or product into
the project. Prior to the use of foreign steel or iron materials on a project, submit invoices to
document the actual cost of such material, and obtain the Engineer’s written approval prior to
incorporating the material into the project.
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6-5.2.2 Manufactured Products: Use Manufactured Products that are consumed
in, incorporated into, or affixed to an infrastructure project that are manufactured in the United
States, in accordance with BABA requirements and applicable waivers.

6-5.2.3 Construction Materials: Use non-ferrous metals, plastic and polymer-
based products, glass, fiber optic cable (including drop cable), optical fiber, lumber and timber,
and-drywall, and engineered wood- articles, materials, and supplies that are consumed in,
incorporated into, or affixed to an infrastructure project that are manufactured in the United
States, in accordance with BABA requirements.

6-5.2.4 Exemptions to Build America, Buy America: Temporary devices,
equipment, and other items removed at or before the completion of the project are exempt from
BABA funding eligibility requirements. Aggregates, cementitious materials, and aggregate
binding agents or additives are classified as Section 70917(c) materials and are exempted from
BABA funding eligibility requirements- in accordance with 2 CFR 184.

SECTION 6 is expanded by the following:

6-5.4 Recycled Materials: Contractors are encouraged to use materials containing
recycled content when such materials meet the performance requirements of these Specifications,
in accordance with Section 336.044, Florida Statutes. Manufacturers may formulate materials
according to their own specifications and are encouraged to use recycled content, provided all
applicable Specifications requirements are met. The requirements delineated in these
Specifications apply regardless of the formulation used.




CONTROL OF MATERIALS
(REV 6-29-26)

SUBARTICLE 6-1.3.1.1 is deleted and the following substituted:

6-1.3.1.1 Approved Product List: This list provides assurance to
Contractors, consultants, designers, and Department personnel that specific products and
materials are approved for use on Department facilities. The Department will limit the
Contractor’s use of products and materials that require use of APL items to those listed on the
APL effective at the time of placement. Submit the APL numbers for all products and materials
to be used on the project no later than the day the product or material is installed, or in
accordance with these Specifications. Where the terms Qualified Products List (QPL) appear in
the Contract Documents, they will be synonymous with Approved Product List (APL).

Manufacturers seeking to have a product evaluated for the APL

must submit an application, available on the Department’s website at the following URL:
https://www.fdot.gov/programmanagement/ProductEvaluation/Default.shtm. Submit supporting
documentation in accordance with these Specifications, Standard Plans, and APL approval
process and meeting the requirement in Table 6-1. Applications must be signed by a legally
responsible person employed by the manufacturer of the product. Products that have successfully
completed the Department’s evaluation process and meet all applicable specification
requirements are eligible for inclusion on the APL.

Table 6-1

Requirements for Supporting Documentation
Documentation Requirements
Provide product photos that display the significant features of the
product. Provide photos for all manufacturer-supplied installation
materials. The name on the product label must match the product
name on the APL.
Provide product literature that uniquely identifies the product and
includes product specifications, storage instructions, and
Technical Data Sheet | recommended installation materials and equipment as applicable.
The product name on the literature must match the product name
on the APL.
Provide label and packaging photos for each component of the
product system. Provide label and packaging photos for all
manufacturer-supplied installation materials. Manufacturer name

Product Photo

Proc;lzcctklgali)ﬁl and and material designation (product name, product model/part
£ing number/style number, etc.) must be identified on the product,
product packaging, and product labels. The product name on the
label and packaging must match the product name on the APL.
Provide independent testing reports conducted in accordance with
Independent . . . . .
the specification requirements. Laboratories used for testing must
Laboratory Test . . .
Report be independent from the manufacturer unless otherwise stated in

the specification. Product and material must be representative of
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Table 6-1
Requirements for Supporting Documentation
Documentation Requirements
ongoing production process and rate. The product name on the test
report must match the product name on the APL.

Provide drawings and calculations in accordance with the
specifications. Drawings and calculations must be signed and

Drawings and sealed by a Professional Engineer licensed in the State of Florida.

Calculations The product name on the drawings and calculations must match
the product name on the APL.
Installation Provide installation instructions in accordance with the
Instructions, specifications. Installation instructions must identify all materials
Manufacturer’s necessary for installation. The product name on the installation
Instructions instructions must match the product name on the APL.
A sample may be requested to verify the product, in accordance
with the specifications. Samples submitted must be from current
Sample production and must be representative of ongoing production
process and rate. Do not send samples until requested by the
Department.

Manufacturers are required to submit requests to the Department
for approval of any modifications or alterations made to a product listed on the APL. This
requirement includes, but is not limited to, manufacturer product and contact information,
design, raw materials, formulations, or manufacturing processes. Modification or alteration
requests must be submitted along with supporting documentation that the product continues to
meet Section 6, the Specification, or Standard Plans requirements. A product sample and
additional product testing and documentation may be required for the modification evaluation.
Any marked variations from original test values, failure to notify the Department of any
modifications or alterations, or any evidence of inadequate performance of a product may result
in removal of the product from the APL.

Manufacturers are periodically required to requalify their APL
products and submit requalification requests to the Department to maintain their products on the
APL. Manufacturers seeking to have a product requalified for the APL must submit an
application, available on the Department’s website at the following URL:
https://www.fdot.gov/materials/productevaluation/default.shtm. Manufacturer requalification
requests for each APL product must be submitted on or before the product’s original approval
anniversary. APL products that are not requalified may be removed from the APL.
Documentation requirements for the product requalification, including schedule and criteria, are
available on the Department’s website at the following URL:
https://www.fdot.gov/materials/productevaluation/default.shtm
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SUBARTICLE 6-5.2 is deleted and the following substituted:

6-5.2 Source of Supply: Comply with 2 CFR 184 and23 CFR 635.410, which includes
the Buy America Sourcing Preferences of the Build America, Buy America Act (BABA).
Compliance for all affected products will be listed on the APL.

6-5.2.1 Steel and Iron: Use steel and iron manufactured in the United States, in
accordance with the Buy America provisions of 23 CFR 635.410, as amended. Ensure that all
manufacturing processes for this material occur in the United States. As used in this
specification, a manufacturing process is any process that modifies the chemical content,
physical shape or size, or final finish of a product, beginning with the initial melting and
continuing through the final shaping and coating. If a steel or iron product is taken outside the
United States for any manufacturing process, it becomes foreign source material. When using
steel or iron materials as a component of any manufactured product (e.g., concrete pipe,
prestressed beams, corrugated steel pipe, etc.), these same provisions apply. Foreign steel and
iron may be used when the total actual cost of such foreign materials does not exceed 0.1% of
the total Contract amount or $2,500, whichever is greater. These requirements are applicable to
all steel and iron materials incorporated into the finished work but are not applicable to steel and
iron items that the Contractor uses but does not incorporate into the finished work. Submit a
certification from the manufacturer of steel or iron, or any product containing steel or iron,
stating that all steel or iron furnished or incorporated into the furnished product was produced
and manufactured in the United States or a statement that the product was produced within the
United States except for minimal quantities of foreign steel and iron valued at $ (actual cost).
Submit each such certification to the Engineer prior to incorporating the material or product into
the project. Prior to the use of foreign steel or iron materials on a project, submit invoices to
document the actual cost of such material, and obtain the Engineer’s written approval prior to
incorporating the material into the project.

6-5.2.2 Manufactured Products: Use Manufactured Products that are consumed
in, incorporated into, or affixed to an infrastructure project that are manufactured in the United
States, in accordance with BABA requirements and applicable waivers.

6-5.2.3 Construction Materials: Use non-ferrous metals, plastic and polymer-
based products, glass, fiber optic cable (including drop cable), optical fiber, lumber and timber,
drywall, and engineered wood articles, materials, and supplies that are consumed in, incorporated
into, or affixed to an infrastructure project that are manufactured in the United States, in
accordance with BABA requirements.

6-5.2.4 Exemptions to Build America, Buy America: Temporary devices,
equipment, and other items removed at or before the completion of the project are exempt from
BABA funding eligibility requirements. Aggregates, cementitious materials, and aggregate
binding agents or additives are classified as Section 70917(c) materials and are exempted from
BABA funding eligibility requirements in accordance with 2 CFR 184.

SECTION 6 is expanded by the following:

6-5.4 Recycled Materials: Contractors are encouraged to use materials containing
recycled content when such materials meet the performance requirements of these Specifications,
in accordance with Section 336.044, Florida Statutes. Manufacturers may formulate materials
according to their own specifications and are encouraged to use recycled content, provided all



applicable Specifications requirements are met. The requirements delineated in these
Specifications apply regardless of the formulation used.



