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STORAGE AND TRANSPORTATION SUPPORT DETAILS

TABLE OF MAXIMUM PILE PICK-UP AND SUPPORT LENGTHS
Square Plle Size (Inches) Requlred Storage and _
Plck-Up Detall
|2 14 /8 20 24 30 T ransportation Detall
Maxtmum | 48 52 59 62 68 87 2, 3,0r 4 point | Point
Plle
Length 69 75 85 89 98 124 2, 3,0r 4 point 2 Polnt
(Feet) | o9 o7 | 12 | e | o | 78 3 or 4 point 3 Point
D
Ya" Max. , Ya" Max.
[ ——
B
—/" Rad. S
i (Typ.) 3
" " = oy Spiral Ties —
V' Max. ‘ ‘ 7a" Max. Cover W4.0 (30" Piles)
D W3.4 (All others)

TYPICAL PILE SHAPE
FOR MOLD FORMS

DETAIL SHOWING
TYPICAL COVER
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FLORIDA DEPARTMENT OF TRANSPORTATION

PRESTRESSED CONCRETE PILE NOTES

DESIGN SPECIFICATIONSs
Florlda Department of Transportation (FDOT) "Structures Deslgn Guldellnes for Load and
Reslstance Factor Deslgn"s Including all supplements thereto.

The Florida Department of Transportation "Standard Specifications for Road and Bridge
Constructlon", 2000.

American Assoclation of State Hlghway and Transportation Offlclals (AASHTO) "LRFD Bridge
Deslgn SpecIfications”.

DESIGN PARAMETERSe
Square Prestressed Concrete Sections
losses w/0.0 loads.

1,000 psi uniform compression after prestress

Pick-up, Storage, and T ransportations 0.0 psi tension w/1.5 times pile self welght.

SPIRAL TIESe
Each wrap of splrals shall be tled to at least two corner strands. One turn required for
splral splices.

CONCRETE CLASSe
Concrete for all plies and Plie Collars shall be Class X (Speclal). See "GENERAL NOTES"
for any specific locatlions where the use of Class X (Speclal) with Microsillca Is requlred.

CONCRETE STRENGTHe
The cylinder strength shall be 6,000 psi minimum at 28 days and 4,000 psi minimum at
tIme of transfer of the Prestressing Force.

SPLICE BONDING WATERIALs
The adheslve bonding materlal fo flll dowel holes and form the Joint between plle sectlons shall
conform to Sectlon 937 of the Specificatlions and shall be contalned on the Qualifled Products
LIst (QPL).

PICK-UP POINTSs
Plles shall be marked at the plck—up points to Indlcate proper points for attaching handling

/Ines.

REINFORCING STEELs

All relnforcing steel shall be Grade 60, except that splral tles shall be manufactured from
cold—drawn steel wire meeting the requirements of ASTM A82.

PRESTRESSING STEELs

Prestressing steel shall be seven—wlire strand, Grade 270 or 250 as noted.
S.R. = Stress Relleved Strand
L.R.S. = Low—-Relaxation Strand

BRIDGE NO. XXXXXX

NOTES AND DETAILS FOR SQUARE PRESTRESSED
CONCRETE PILES — INDEX NO.600
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