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See Standard Index Nc))(. 720

See Standard Index No.700 NOTEs For dimensions "A

see FDT24 Table of Varlables & Strand Patterns Sheet.

"5 "L "W"s "X" & "Y' and Strand Patternss

"W"s 1. e. & Spacing

/4

T4 (Welded Wire

| 1,220 m

Fabric) \

(Flange)

300

¢ LJ
) Q7 50 mm Radius

Symm. @

25 mm x 75 mm I.D. . € Beam

/

?\/

No. /3 Strands

Notes Intermediate Strands

20 mm Chamfer or /
15 mm Radlus

W

** Blockout concrete fo accept C. |. P. Dlaphragm.
See Index 127 for orlentatlon of the
horlzontal 300 mm dImension.

HALF SECTION A-A

not shown.

HALF SECTION B-B

Move or bend bars T2 or T3 as
needed to avoid conflict with

P.T. ducts.
| B

2 ~ No. I3 Strands (Top Layer)

4

300

25 mm x 100 mm
X 600 mm Shear Key
(Symm. about € Beam)

230
Strand Ext.,

See "Strand Cutting" T/Bqr —o

note, Index No. 123.

40 mm Chamfer
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1
K-2 ~ No. 13 Strands (Bottom Layer)

|
‘ T2 Bars
|

3 e 85 8 e 75
T3 Welded Wire Fabric

1.085 m
N
|.A7 PARTIAL ELEVATION

(Flange Relnforcing and P.T. Ducts not shown)
(Intermedlate Strands not shown)
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* Ad Just outermost spaclng fo sult
= YoW-1.800).

\7'3 We/ded Wire
15 mm Contl wse—"
mm Continuous
V—-Groove (WWF)

NOTEe All dimensions are In milllmeters (mm),
except as noted.

"Noo| STATE PROJECT NO.

FLA

BENDING DIAGRAM
1,220 m

BAR TI
(#/3)

130 /130

130
m MD52 e 150 -

Outside edge of
Exterlor Beam Pin Dlg.

(85 mm)

BAR T2
(#13)
'W'-100

5 Sp.e 300 ‘
‘ FMD52 e 300 ‘

BAR T4

/7 Mp52

o o
Moo 175!

BARS T5 AND T6

‘40 o |75
751 100 76

255

Inside edge at
ad Jolning Beam

77 and T8

BARS T7 AND T8

NOTES:

All bar bends shall be made with a 50 mm dlameter pln unless other—
wlse noted.

The Welded Wire Fabric (T4) shall conslst of elght (8) longltudinal

MWV52 wires welded to transverse MD52 wires spaced at 300 mm.

The MWW52 wires shall be spaced as shown above and thelr lengths In the
finlshed beam, shall be equal fo the length of the precast flange

plus 300 mm. Sufflclent materlal to Include splices shall be

provlded. Spllces, If needed, shall be 360 mm minlmum.

The longltudinal MWW52 wires for the welded wlre fabric (T3)do not
requlre splicing.

MWV52 wires shall comform to ASTM Al85.
MD52 wires shall conform to ASTM A497.

Six (6)Bars 'T6' and two (2) Bars 'T8' are required at each P/T
anchorage locatlon.

Three (3)Bars 'T5' and two (2) Bars 'T7"' are required at each P/T
duct locatlon where the tendon's path deviates from a stralght course.

Four (4) Bars 'TI' are requlred per Beam.
Forty—elght (48) Bars 'T2' are requlred per Beam.
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