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SHEET PILE DATA

TYPE
(See Detall A

NUMBER L T X
REQUIRED (meters) (millimeters) (meters)

[}
(degrees)

Notes The tip elevation of Concrete Sheet Plles shall be determined
by the Geotechnlcal Englneer.
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Type IIAII

DETAIL A

Bulkhead Cap
(See Bulkhead Plans

for actual Cap outiine) \

Compacted FlII

600 mm Plastic Fliter
Fabric at Sheet Pile
JoInts (See Detall A)

. Sheet plle

SECTION THRU BULKHEAD
(Showing Plastic Fliter Fabric)

nnt
Plastic Filter Fabric (Typ.) Type '8

(Cap and Anchoring System Not Shown)

NOTEs Detall A shows a Part-Plan View of an assumed bulkhead.

See Bulkhead plans for actual Plan View.
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SHEET PILES NOTES

DESCRIPTIONe Standard drawings Indices 610, 6/l and 612 Include detalls for three types of plles with two
thicknesses. Types "B" and "C" plles (corner plles)are of relnforced concrete constructlons and
Type "A" Is of prestressed concrete construction. The plles shall be manufactured, cured and Installed

In accordance wlith the requlrements of the contract documents.
NOTEs Index 6/l and/or 6/2 are Included If Type "B" and/or "C" plles are requlred.

CONCRETE CLASSe All concrete shall be class X (special) or class X (special) (microsilical.

CONCRETE STRENGTHe The cylinder strength shall be 4/ MPa minlmum at 28 days and If prestressing Is

Involved, 28 MPa minlmum at transfer of the prestressing force.

REINFORCING STEELs All relnforcing steel shall be ASTM A6I5M-96, Grade 420.

PRESTRESSING STRANDSs All prestressing strands shall be Low—Relaxatlon ASTM A4/6, Grade 1860.
The strand pattern shown on Index No.6/0 for plles 1,000 meter wide, requires 14 ~ No. I3 strands

at 138.0 kN each. The nominal dlameter of No. /3 strand Is /2.7 mlllimeters.
ENVIRONMENTs The plle designs are applicable to all Envlronments.

PLASTIC FILTER FABRICs Plastic fliter fabrlc shall extend to the bottom of the "X" dlmenslon.

PAYMENTs Payment shall be based on the total length of one meter wide pliing and the contract unlt price
per llnear meter (Item No.2455-I4—// for T=250 mm and Item No.2455-/4-12 for T=300 mm).

For payment purposes, corner plles Types "B" or "C"s shall be considered to be same as one meter wide

Type "A" plling.

INSTRUCTION TO DESIGNERs
The bottom of the "X" dimension shall be 500 mm below the mud Iine.

PLEASE ERASE THIS NOTE WHEN COMPLETING THIS DRAWING.
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